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Executive Summary 

This document is in the context of the work in aerOS’ WP5: "aerOS integration, use cases deployment and 

validation". As described in DoA, the present deliverable is the final version of two T5.1 deliverables, in which 

development will follow a two steps release roadmap, in which a first version of aerOS system will be released 

in M18, whilst the final version will be out at M33. After the final release an observation phase will follow in 

which consortium will track system performance in order to highlight potential improvements, corrections and 

adjustments.  

This deliverable, based on Task 5.1 Integration, packaging, releasing and technical documentation, encompasses 

the strategic execution of the integration process, the establishment of evaluation methodologies, and the 

definition of key performance indicators (KPIs) essential for the successful implementation and assessment of 

aerOS. The aim of this deliverable is to expose, clearly, the steps our consortium adopted to ensure a high-quality 

and timely delivery of the aerOS system, considering the development, the testing activities and the integration 

procedures. As shown in D2.6, aerOS solution is composed by several components; in the present deliverable, 

consortium partners have kept into account the general architecture to plan an appropriate delivery for each 

single component and subcomponent, coherently with their own dependencies following an agreed integration 

strategy and using a set of specific support tools which has been listed in the previous document. The main 

objective of this document is to describe the integration process of the different components of the aerOS system, 

defined and developed within the framework of the work carried out in WP3 and WP4, dedicated to the 

realisation of the first MVP of the aerOS system. The aerOS MVP brings together the technologies provided by 

the WP3 and WP4 activities under the WP2 architecture design specifications, to deliver a functional, stable 

prototype of the aerOS system. Specifically, WP4 tasks contribute to the MVP by enabling the sharing of data, 

for a trusted and decentralized AI-based orchestration of the resources in the aerOS continuum and WP3 

contributes to the realization of an advanced version of the relevant components comprising the aerOS system, 

leading to the MVP outcome, to be validated in the piloting phase. 

As far as the integration plan is concerned, the main activity is the creation of a seamless and interoperable 

integration plan, leveraging the aerOS architecture illustrated in D2.6 and the subsequent fine-tuning that led to 

the current version of the aerOS system. To achieve a consistent integration plan with the different components 

that comprise the aerOS system, the consortium adopted a DevPrivSecOps approach to guarantee a continuous 

delivery integration process and to coordinate all operations linked to development teams work. DevPrivSecOps 

approach is established in continuity of Agile methodology and extends the concept of Agile bringing together 

the development and operations teams. As described in the previous deliverable, an Agile methodology was 

adopted due to the numerous components that comprise the system and their close interdependence. Utilizing 

Agile methodology for depicting a consistent integration plan is highly appropriate due to its emphasis on 

flexibility, iterative approach, collaboration, risk management, quality assurance, and customer satisfaction.  

The section detailing packaging, installation, and documentation is crucial within the broader context of the 

integration plan. Firstly, packaging plays a fundamental role in ensuring that aerOS components are bundled 

efficiently and effectively for deployment. By meticulously packaging components, developers can streamline 

the integration process, simplifying the deployment of aerOS across various environments. This not only 

enhances the efficiency of integration efforts but also reduces the likelihood of errors or discrepancies during 

deployment, thereby contributing to a smoother and more reliable integration process. Additionally, robust 

installation procedures are essential for ensuring that aerOS components can be deployed seamlessly across 

different systems and architectures. A well-defined installation process enables consistent deployment practices, 

minimizing the risk of deployment failures and ensuring that aerOS can be easily adopted and utilized by end-

users. Furthermore, comprehensive documentation is indispensable for providing guidance and support 

throughout the integration and deployment phases. Detailed documentation empowers developers and 

administrators to understand the aerOS components, follow standardized installation procedures, troubleshoot 

issues effectively, and optimize system performance.  

Regarding the aerOS evaluation section, the definition of technical, pilot, and impact Key Performance 

Indicators (KPIs) is pivotal within the context of the integration plan. System evaluation allows for a 

comprehensive assessment of aerOS components integration, ensuring that the deployed system meets 

predefined standards of performance, reliability, and scalability. Technical KPIs provide quantifiable metrics to 
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gauge the efficiency and effectiveness of aerOS components and infrastructure, facilitating objective evaluation 

of integration outcomes. Pilot KPIs, on the other hand, enable the assessment of aerOS in real-world scenarios, 

allowing stakeholders to validate its functionality, usability, and adaptability in diverse operational 

environments. By defining technical and pilot KPIs, the integration plan ensures that key aspects of aerOS, such 

as networking, communication, orchestration, cybersecurity, and monitoring, are rigorously evaluated to 

validate their efficacy and identify areas for improvement. 

In conclusion, this summary encapsulates the key components and objectives of the integration plan for aerOS 

system. Through meticulous planning, agile methodologies and a focus on collaboration and communication, 

the integration plan aims to seamlessly integrate aerOS components, streamline deployment processes and 

ensure high performance and reliability. 
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1. About this document  

This deliverable outlines the aerOS component integration phase conducted within WP5 to actualize the 

integration phase for the Minimum Valuable Product (MVP). At this stage, an integration strategy has been 

meticulously crafted to ensure the seamless integration of each component into the aerOS system. This 

comprehensive strategy entails identifying integration points, establishing protocols, specifying data formats, 

and selecting communication mechanisms. The primary objective is to ensure flawless interaction and 

interoperability among the aerOS system's different components. 

The deliverable comprises three main sections: 

• aerOS Integration Plan: This section provides an overview of the aerOS component integration plan, 

detailing the components and their development timeline within the aerOS system. 

• aerOS Packaging, Installation, and Documentation, which focuses on preparing aerOS for deployment, 

including packaging, providing installation instructions, and creating documentation for users and 

developers. 

• aerOS Evaluation: This section outlines the evaluation process for aerOS, including how its 

performance and impact will be measured, ensuring its effectiveness and efficiency in meeting project 

goals. 

1.1. Deliverable context 
Table 1. Deliverable context 

Item Description 

Objectives 

The objectives of this deliverable are: 

• To analyse the integration requirements. 

• To describe the integration plan of the aerOS components. 

• To harmonize the methodology of the software development. 

• To harmonize the outcomes of the development activities for producing the MVP 

aerOS solution. 

• To deliver integration, packaging, installation and documentation guidelines 

aligned with DevPrivSecOps, to ensure proper integration. 

• To define of the KPIs, set objectives, establish baselines, and define measurement 

methods. 

Work plan 

The tasks that represent a background of the D5.2 are: 

• T2.2 Formalisation of use cases and requirements elicitation [M1-M18] 

• T2.4 DevPrivSecOps methodology specification [M3-M21] 

• T3.1 Smart networking for infrastructure element connectivity [M4-M30] 

• T3.2 Communication services and APIs [M4-M30] 

• T3.3 aerOS service and resource orchestration [M4-M30] 

• T3.4 Cybersecurity components [M4-M30] 

• T3.5 Node's self-* and monitoring tools [M4-M30] 

• T4.1 Data autonomy for homogenisation, semantic interoperability [M4-M30] 

• T4.2 Data governance, traceability, provenance, and lineage policy engine [M4-

M30] 

• T4.5 Trustworthiness, authentication, and authorisation [M4-M30] 

• T4.6 Management services and aerOS management portal [M10-M30]. 

•  

Task 5.1 is a crucial task because it aims to fine-tune development and integration of all 

aerOS components, developed in WP3-4. In this period, WP3 and WP4 devoted the effort 

to the realization of an intermediate version of the aerOS decentralized infrastructure. 

Developments have been carried out in different areas of the aerOS system such as Smart 

Networking, cloud-to-edge computing, multi-domain orchestration, cybersecurity, 



D5.2 – Integration, evaluation plan and KPIs definition (2) 

 

Version 1.0   –   29-FEB-2024   -  aerOS© - Page 15 of 95 

Decentralized frugal AI, embedded analytics multiplane, management portal, leading to the 

release of the first version of aerOS system.  

Milestones 

The milestones that represent a background of the D5.2 are: 

• MS 2 Use cases and requirements 

• MS 3 Components defined 

Deliverables 

The deliverables that represent a background of the D5.2 are: 

• D2.2 - Use cases manual, requirements, legal and regulatory analysis (1) - (M9) 

• D2.4 - DevPrivSecOps methodology specification (1) - (M9)  

• D2.6 - aerOS architecture definition (1) - (M12) 

• D3.2 - Initial distributed compute infrastructure specification and implementation 

– (M18) 

• D4.2 - Software for delivering intelligence at the edge preliminary release - 

(M18) 

Risks 

The risks that represent a background of the D5.2 are: 

• Data from use cases is not in the volume/type of nodes that do not fully represent 

an IoT edge-cloud continuum ecosystem 

1.2. The rationale behind the structure  
The rationale behind the structure of the Deliverable lies in the need to address three critical aspects of system 

integration projects: the overall integration plan, the specific sections devoted to packaging, installation and 

documentation required for successful integration, and the KPIs definition and evaluation methodology. The 

rationale behind the structure of the Report, based on three main contents, explained as follows: 

Integration Plan, structured into three key sections: Components Development Plan, Components Integration, 

and a Chart of the development and integration activities. Each section delineates a crucial aspect of the 

integration process, aimed at ensuring cohesion, scalability, and optimal performance across systems and 

functionalities. 

• Components Development Plan, outlines the approach to designing, building, and refining individual 

components essential for integration. 

• Integration plan chart, provides a visual representation of the integration timeline, depicting key 

activities, dependencies, and release dates. It offers stakeholders a holistic view of the integration 

project's progress, facilitating effective communication and resource management. 

Packaging, Installation and Documentation, structured in three main sections, describes in detail the approach 

and methodologies followed to integrate aerOS components and what concerns packaging and installation 

procedures and related component technical documentation. 

KPIs serve as quantifiable metrics to measure the achievement of integration goals and assess the overall health 

of integrated systems. The KPI Definition section illustrates a set of relevant KPIs aligned with project goals, 

such as throughput, latency, error rates, scalability, and user satisfaction. Each KPI is provided with clear 

definitions, benchmarks, data sources, measurement methodologies, and reporting mechanisms to facilitate 

continuous monitoring and performance optimization. 

1.3. Outcomes of the deliverable 
Three main outcomes can be extracted from the deliverable: 

• A complete integration plan, that has been drilled down per the different components and technologies 

to be delivered in the project. The plan includes timelines, goals, usage of CI/CD tools aligned with 

DevPrivSecOps methodology and the best practices to be followed. 

• A detailed description of all KPIs for evaluating both the technical outcomes and the pilot results. 

• A summary (in the form of a list) of the impact KPIs that will be assessed in WP6. 
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• A guide on how aerOS is progressing in the installation instructions, including the creation of domains, 

IEs, etc. 

• Initial aerOS packaging and releasing strategy. 

• A thorough analysis about the integration of aerOS approach within those use cases, considering the 

different technical approaches identified in parallel tasks and Work Packages. 

• A comprehensive elicitation of technical and user requirements of the project, which will be set the 

basis for the further implementation activities ahead during the rest of project’s lifetime 

1.4. Lessons learnt  
The lessons learnt after the period M9-M18 in the advances of task T5.1, T5.3 and T5.4 have been varied. In 

this period, a refinement of the work done in D5.1 has been performed, and new activities have initiated (such 

as the KPI strategy design and the KPI identification). The main lessons are as follows: 

• The integration is now starting between technical components, and the next period of 8-9 months will 

be crucial in terms of cross-integration among WPs and the utilisation of the technical components 

intertwined and applied to pilots. 

• The moment of starting the Open Call projects (around M20) will require that integration is more 

advanced, therefore the work exerted in the last months (and depicted in this deliverable) are paramount 

to guarantee a certain level of adoptability. 

• The KPIs that were defined in the Grant Agreement were mostly accurate and on point. Only minor, 

slight suggestions are made upon those. However, those don’t reflect the entirety of aerOS traits in the 

different area, therefore both the technical teams and the pilots have improved their assessment 

perspective by adding several new KPIs to the pool. 

1.5. Deviation and corrective actions 
This deliverable, initially to be submitted to M24, was moved forward to M18 in order to describe in detail the 

KPIs and their measurement metrics, prior to the start of the Use Case Deployment and thus the first pilot phase. 

It was also anticipated to depict the integration plan that at M12, given the maturity of the aerOS system and its 

components, could not be described in the previous Deliverable (D5.1 – Integration approach & methodology). 

1.6. Version-specific notes 
This deliverable is the 2nd iteration related to integration of aerOS technical components. It is updating the 

contents already included in deliverable D5.1 (submitted in M12). 

The information contained in this deliverable will be also improved and updated in subsequent deliverables of 

WP5: 

• It is within the intentions of aerOS consortium to propose a new deliverable (D5.7) to be released in 

M28, that will provide a more solid information about aerOS packaging and releasing strategy, 

Readthedocs documentation, components integration results, etc. 

• A final version of the integration results will accompany the description of pilot advances in M33, via 

deliverable D5.4. 

• The evolution of the assessment of the KPIs listed in this document will be performed initially in D5.5 

(M24) and, as final version, in D5.6 (M36).   
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2. aerOS integration plan  

Considering the challenges of the aerOS project and the number of stakeholders involved 4-week iteration cycles 

were established for the development and deployment of features in a test environment. In collaboration with 

relevant partners, the major components comprising the aerOS system were defined and detailed. Once an initial 

backlog of features and services validated by the consortium and prioritized by relevant stakeholders was 

defined, the development phase began, compelled by regular meetings to monitor the progress of aerOS Μeta-

OS component development, testing, and integration. In this phase, it has been also developed a detailed 

integration strategy that outlines how each component will be integrated into the aerOS system. This includes 

defining integration points, protocols, data formats, and communication mechanisms to ensure seamless 

interaction between components. 

2.1. aerOS components development plan  
This section outlines the expected deliverables for each component, along with a roadmap for phased releases. 

Each partner responsible for developing the individual components has provided detailed descriptions of the 

planned releases for milestones M18 and M33. These tables are essential for bringing together the entire aerOS 

integration process and serve as input for building the integration updated plan (2.3). 

2.1.1. Management Portal Backend 

Table 2. Management Portal Backend timeline and progress 

Management Portal 

Backend 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C01 

Name: Management Portal Backend 

Responsible: UPV 

Planned Progress for First Release (Phase 1- M18) 

In the first development stage, the idea is to implement a basic but fully functional version of the Backend part 

of the Management Portal to provide to the user interfaces developed in the Frontend part with real data for 

monitoring the aerOS continuum. This also includes preliminary interaction with the aerOS AAA components 

(e.g. Keycloak and KrakenD) to perform the user login process (for instance, obtain and manage the tokens 

obtained from Keycloak and use them in the KrakenD communications) and only access to certain resources 

based on the users' roles and permissions. When it comes to the Entrypoint balancer, in this phase it will be 

finished the research about cutting-edge network load balancing algorithms, so a selection of the best fitting 

algorithms will be done, along with some preliminary tests. 

Planned Progress for Final Release (Phase 2- M33) 
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The interaction with all the needed aerOS basic services will be finalized, providing the frontend all the needed 

data to monitor the continuum along with all the requested functionalities by the users. When it comes to the 

Entrypoint balancer, after testing the previously selected load balancing algorithms, the development of the 

component based on the algorithm with a best performance will be finalized and the Entrypoint balancer will 

be integrated in the Management Portal. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.2. Management Portal Frontend 

Table 3. Management Portal Frontend timeline and progress 

Management Portal 

Frontend 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C02 

Name: Management Portal Frontend 

Responsible: DST 

Planned Progress for First Release (Phase 1- M18) 

At this stage of development, visual screens were implemented to manage the main features dedicated to aerOS 

continuum management. A login page with subsequent welcome page has been designed and developed. The 

section related to the domains belonging to the aerOS user has been created, where the different IEs of the 

selected domain can be added, edited and monitored. After a few UX&UI iterations, mock-ups related to the 

automatic deployment of an IE were designed and then developed, implemented as a wizard. Finally, a first 

version of the graphical representation of the continuum was developed using the v-network-graph, a 

lightweight Vue.js fully compatible library. 

Planned Progress for Final Release (Phase 2- M33) 

Feedback from the previous phase will be utilized to improve the component and resolve bugs. Subsequently 

as soon as some developments of the backend part are completed, i.e., entrypoint balancer, the necessary 

changes to the mock-ups will be developed and then the missing screens and related features to manage and 

monitor the domains in the aerOS continuum will be developed and tested. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 
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2.1.3. aerOS Federator 

Table 4. aerOS Federator timeline and progress 

aerOS Federator 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C03 

Name: aerOS Federator 

Responsible: UPV 

Planned Progress for First Release (Phase 1- M18) 

The first development stage of the aerOS Federator has focused on the Orion-LD context broker to deliver a 

methodology to create the needed context source registrations to achieve aerOS domains federation. Thus, 

extensive testing has been performed on the broker to identify the needed capabilities for the aerOS federation. 

These capabilities have been developed in this stage along with bug fixes to obtain a first fully functional 

version of the federation. 

Planned Progress for Final Release (Phase 2- M33) 

After having set a strong federation methodology based on Orion-LD instances, this phase will focus mainly 

on developing the aerOS Federator component. Therefore, an extra layer of automation and failure-tolerance 

will be added on top of the context broker to ensure that the domain federation is conducted in a secure and 

resilient way. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.4. HLO FE EP 

Table 5. HLO FE EP timeline and progress 

HLO FE EP 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
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Code: C04 

Name: HLO FE EP 

Responsible: DS TECH 

Planned Progress for First Release (Phase 1- M18) 

The goal in the first development phase is to deliver a component which exposes the REST endpoint of the 

HLO which is responsible to receive requests from aerOS management portal in order to allocate a new IoT 

service across the continuum. It will receive the request in TOSCA format and will accordingly translate it to 

aerOS defined data models (NGSI-LD based) and push this object to aerOS domain Context Broker (using the 

NGSI-LD API). The implementation additionally will include notification of HLO Data Aggregation System 

that new allocation request has arrived, providing the registered service id, so that the allocation process can 

take on from this point. 

Planned Progress for Final Release (Phase 2- M33) 

For the second phase beyond the updates and fixes of first release the rest of the lifecycle management REST 

endpoints will be implemented to expose the capabilities to delete an allocated service and also update the 

parameters of one already allocated. Several features will also be developed to enable the aerOS users to manage 

their domains (i.e., performances, resources usage), and developments will continue to realize a graphical and 

interactive view of the users' domains in the continuum. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.5. HLO Data Aggregation System 

Table 6. HLO Data Aggregation System timeline and progress 

HLO Data  

Aggregation 

System 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C05 

Name: HLO Data Aggregation System 

Responsible: NCSRD 

Planned Progress for First Release (Phase 1- M18) 
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The goal in the first development phase is to deliver a component which upon receiving notification from HLO 

FE EP regarding new service allocation request, repeatedly queries Data fabric and retrieves data from all the 

continuum which are used finally to produce an output list of services components with a list connected, per 

each one of them, of candidate IEs that could host these service components. 

Planned Progress for Final Release (Phase 2- M33) 

For the second phase beyond the updates and fixes of first release the plan is to integrate communication with 

self-orchestration component so as to ingest alert messages and probably explore the integration of Serverless 

functions deployed in aerOS OpenFaaS. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.6. HLO Allocation Engine 

Table 7. HLO Allocation Engine timeline and progress 

HLO Allocation 

Engine 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C06 

Name: HLO Allocation Engine 

Responsible: SIEMENS 

Planned Progress for First Release (Phase 1- M18) 

To achieve a service allocation in aerOS using the HLO Allocation Engine, we plan to develop a machine 

learning algorithm based on reinforcement learning included in a Machine Learning Operations (MLOps) 

pipeline in the first phase of the aerOS project. Service allocation will be focused on available resources of 

Infrastructure Elements (IEs), constraints like compatibility of service and IE, and minimizing energy 

consumption of the compute continuum. 

Planned Progress for Final Release (Phase 2- M33) 

In the second phase, we are going to use the results of the first implementation to improve upon it. We train the 

neural network based on real-world data which we can collect after the first release. Since service allocation 

should be implemented in larger compute continuums, we plan to improve the scalability of the reinforcement 

learning approach. In addition, we extend the functionality and features of the MLOps pipeline. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing and maintenance. 
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2.1.7. HLO Deployment Engine 

Table 8. HLO Deployment Engine timeline and progress 

HLO Deployment 

Engine 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C07 

Name: HLO Deployment Engine 

Responsible: NCSRD 

Planned Progress for First Release (Phase 1- M18) 

The goal in the first development phase is to deliver a version which includes both "Local Allocation Manager" 

and "Inter-domain Allocation/Migration Manager". The former will include a REST API to receive service 

component deployments on IE located within the same aerOS domain and capable of creating and submitting 

requests to LLOs for service component allocation. The later upon receiving a notification from the "HLO 

Allocation Engine" will be able to check if this service component is already linked with the selected IE and if 

yes delete existing link otherwise create a new relationship and update Data Fabric with the new allocation data 

and finally call local or remote "Local Allocation Manager" to proceed with service component allocation. 

Planned Progress for Final Release (Phase 2- M33) 

For the second phase updates and fixes of first release are planned. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.8. Low Level Orchestrator (LLO) 

Table 9. Low Level Orchestrator timeline and progress 

LLO 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
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Code: C08 

Name: LLO 

Responsible: Several Partners 

Planned Progress for First Release (Phase 1- M18) 

The initial development focus is to allow the support of basic workloads across different types of service 

orchestration environments: K8S, Docker and Containerd. The networking aspect of the orchestration is kept 

to basic ports exposition. 

Planned Progress for Final Release (Phase 2- M33) 

The next phase in the progress is to resolve any unsupported feature for the basic workloads support, but also 

to explore the networking isolation features between service components of different services. Also, explorative 

design of routing between service components are studied as part of the continuum applications. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

The observation phase will be mostly concerned with more experimental efforts of testing different types of 

workloads and ensure proper working during the final integration phase. 

2.1.9. Self-* capabilities 

Table 10. Self-* capabilities timeline and progress 

Self-* capabilities 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Self-awareness 
              

Self-orchestrator 
              

Self-diagnose 
              

Self-scaling 
              

Self-security 
              

Self-API 
              

Self-healing 
              

Self-configuration 
              

Self-optimisation 

and adaptation 
              

Self-realtimeness 
              

 

Code: C09 

Name: Self-* capabilities 

Responsible: UPV 

Planned Progress for First Release (Phase 1- M18) 
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In this first phase, the basic functionalities of the self-* capabilities will be developed to allow the IE to obtain 

data on its performance and health status, run services with real-time constraints, send re-orchestration alerts 

and analyse internal network traffic. In addition, integration between the developed components will be initiated 

to provide the specified functionality. 

Planned Progress for Final Release (Phase 2- M33) 

Feedback and possible improvements from the first phase will be used to enhance the components and resolve 

the bugs found. The rest of the functionalities of each module will be added and the integration between all of 

them will be completed. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing & maintenance. 

2.1.10. aerOS AAA 

Table 11. aerOS AAA timeline and progress 

aerOS AAA 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C10 

Name: aerOS AAA (Keycloak + OpenLDAP integrated with KrakenD) 

Responsible: S21Sec + IQB 

Planned Progress for First Release (Phase 1- M18) 

The Keycloak component is deployed and ready to be used in the Cloud Ferro cluster. This component federates 

the roles/groups/users of OpenLDAP which is also deployed, configured and running on Cloud Ferro. KrakenD 

is fully integrated and tested with Keycloak and OpenLDAP. 

Planned Progress for Final Release (Phase 2- M33) 

In this phase the necessary configuration changes (e.g. creating new users/roles/groups) will be made to meet 

the needs of the different project components and the needs of the pilots. Changes will also be made to the 

code when it is necessary to improve functionality. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Once task T3.4 is completed, no changes to the code are expected. Only the configuration to meet the needs 

of the pilots is expected to be changed, when necessary. 
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2.1.11. Data Fabric 

Table 12. Data Fabric timeline and progress 

Data Fabric 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Data Product 

Manager 
              

Morph-KGC 
              

Semantic Annotator 
              

RDF to NGSI-LD 

Translator 
              

Data Security 
             

Data Catalogue 
              

 

Code: C11 

Name: Data Fabric 

Responsible: TID 

Planned Progress for First Release (Phase 1- M18) 

In this first release, the data product pipeline is designed and implemented based on the consolidated 

definition of a data product in aerOS. Existing open-source projects like Morph-KGC or the Semantic 

Annotator are extended and integrated into the data product pipeline, whereas the NGSI-LD translator is 

designed and implemented. The Data Product Manager component is also designed and implemented with 

support for orchestrating the generation of data products from batch sources and streaming sources. 

Additionally, the Data Catalogue implements an LDAP connector that retrieves user information for data 

governance. 

Planned Progress for Final Release (Phase 2- M33) 

In the final release of the Data Fabric, the Data Product Manager is extended to coordinate with Data Security 

and Data Catalogue components during data product creation. The Data Catalogue will include capabilities 

for registering dataset and data source metadata, whereas the Data Security block will include functionalities 

for applying access control policies based on the access requirement indicated by the data product owner. 

Semantic mapping components like Morph-KGC and Semantic Annotator will be extended to incorporate 

new data sources. NGSI-LD translator will continue evolving, including additional generic translation rules 

for new identified requirements. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing and maintenance. 

2.1.12. IOTA 

Table 13. IOTA timeline and progress 

IOTA 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
                        

Component Test 
                         

Integration Test 
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System Test 
                         

Deploy/Release 
                         

 

Code: C12 

Name: IOTA 

Responsible: UPV 

Planned Progress for First Release (Phase 1- M18) 

Initial development and tests will be done with implementation in a closed controlled environment consisting 

of 3 domains. There will be 1 Coordinator overall and 1 Hornet node for domain. At least 1 node will have 

MQTT support. The messages will contain multiple different kinds of payloads, from plain text to PDF files in 

binary mode. 

Planned Progress for Final Release (Phase 2- M28) 

Deployment in the shared aerOS continuum, script and software development as necessary. Integration with 

other software and technologies made by the pilots to be fully done. 

Planned Progress for Final Release (Phase 3 – M33) 

Feedback from the previous phase will be utilized to improve the component and resolve bugs. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Maintenance and observation of the deployment. 

2.1.13. Trust Monitoring 

Table 14. Trust Monitoring timeline and progress 

Trust 

Monitoring 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C13 

Name: Trust Monitoring 

Responsible: IQB 

Planned Progress for First Release (Phase 1- M18) 
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In the initial phase of trust monitoring, we established two foundational components: the Trust Agent and the 

Trust Manager. Each of these components has been equipped with basic communication capabilities to interface 

with the Orion-LD context broker and supports the MQTT protocol. Furthermore, we defined the essential 

properties required by the Trust Manager to accurately calculate trust scores. This involved defining the specific 

interactions the Trust Agent must engage in with other aerOS components. The objective was to efficiently 

gather the necessary data that the Trust Manager relies on for its computations. 

Planned Progress for Final Release (Phase 2- M33) 

We will focus on enhancing integration by establishing robust connections with additional aerOS components 

(e.g. self *). This integration is key to refining the calculation of trust scores, which will be systematically 

published to both the Context Broker and the IOTA Tangle, ensuring a comprehensive sharing of trust score 

across aerOS. Moreover, we are dedicated to continuous optimization and will proactively update and refine 

our codebase to bolster functionality and respond to emerging needs within the project. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Once task T4.5 is completed, no changes to the code are expected. Only the configuration to meet the needs of 

the pilots is expected to be changed, when necessary. 

2.1.14. aerOS EAT 

Table 15. aerOS EAT timeline and progress 

aerOS EAT 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Development 
              

Component Test 
              

Integration Test 
              

System Test 
              

Deploy/Release 
              

 

Code: C14 

Name: Embedded Analytics Tool 

Responsible: LMI 

Planned Progress for First Release (Phase 1- M18) 

The primary focus for the initial phase was to design and develop a deployable platform for the execution of 

analytical functions to be leveraged by other aerOS components. This platform utilized an AI Engine design 

from the 5G-CLARITY project. The design was improved with additional features such as in-function metric 

monitoring and visualization. The development was extended by creating 3 analytical functions to be pre-

packaged with the EAT platform, these included stratified sampling, anomaly detection and data drift. 

Templates were also developed for function creation which provided generalized operations for function 

authors. The platform repository was hosted on the project Gitlab making it available to project partners for 

installation and testing. 

Planned Progress for Final Release (Phase 2- M33) 
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For final release we plan for the EAT platform to be in a stable and robust state. This can be achieved through 

feedback from our project partners on their experiences of installation, usability and trouble reporting. A clear 

focus should be placed on addressing issues and maintaining the component through the project lifecycle. This 

should then result in detailed documentation and user guides to provide detailed understanding of the 

component and navigate common issued faced by users. Supports shall be put in place to aid project partners 

with the development of their specialized functions which should result in adaptations to the platform to 

improve user experience and the identification of new features. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

On completion of T4.4 no more development will take place. Efforts will be placed into maintaining the 

platform with reviews and code fixes until the close of the project. The platform will remain available to project 

partners through the project GitLab. 

2.1.15. Semantic Tools 

Table 16. Semantic Tools timeline and progress 

Semantic tools 
2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Annotator – 

development 
              

Annotator – 

component testing 
              

Annotator – 

integration testing 
              

Annotator – final 

release 
              

Translator – 

development 
              

Translator – 

component testing 
              

Translator – 

integration testing 
              

Translator – final 

release 
              

Continuum ontology 

– development 
              

Continuum ontology 

– final release 
              

 

Code: C15 

Name: Semantic tools 

Responsible: SRIPAS 

Planned Progress for First Release (Phase 1- M18) 

The initial goal is to port the two ASSIST-IoT originated semantic “enablers” (annotator and translator), 

introducing necessary dependency updates, and adjusting architecture and capabilities to the requirements of 

the aerOS environment. In particular, this phase includes changes in the technological basis of the tools, 

necessitated by the recent commercialization of the Akka1 framework (used as the backbone of their 

 

1 https://akka.io/  

https://akka.io/
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implementation). The initial version of the ontology needs to accommodate the most essential capabilities of 

the aerOS Continuum. 

Planned Progress for Final Release (Phase 2- M33) 

In the second phase the implementation of the semantic tools will be enhanced and extended. In particular, 

more flexible (heterogeneous) message broker configurations will be handled. Additionally, the NGSI-LD 

handling within both semantic tools will undergo careful optimization. Also, any problems/bugs found during 

testing and pilot deployments will be fixed. The Continuum ontology will be extended to accommodate the full 

complexity of the aerOS continuum, and its final version will be published in the FIWARE data models 

repository. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Any bugs/problems found within the release versions of the semantic tools and the Continuum ontology will 

get fixed. 

2.1.16. Decentralized Frugal AI  

Table 17. Decentralized Frugal AI timeline and progress 

Decentralized 

Frugal AI 

2023 2024 2025 

M12 M13 M14 M15 M16 M17 M18 M19 M20 M21 M22 M23 M24 M25 M26 M27 M28 M29 M30 M31 M32 M33 M34 M35 M36 

Decentralized AI - 

Development 
              

Decentralized AI - 

Component Test 
              

Decentralized AI - 

Integration Test 
              

Decentralized AI - 

System Test 
              

Decentralized AI - 

Deploy/Release 
              

Frugal AI 

Techniques - 

Development 
              

Frugal AI 

Techniques - 

System 

Test/Deploy/Releas

e 
              

Explainability 

Toolset - 

Development 
              

Explainability 

Toolset - System 

Test/Deploy/Releas

e 
              

 

Code: C16 

Name: Decentralized Frugal AI 

Responsible: SRIPAS 
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Planned Progress for First Release (Phase 1- M18) 

In the initial phase the goal is to establish foundational components to run decentralised AI tasks (services for 

execution and aggregation of results). The research for frugal AI techniques is initiated and focused on model 

reduction methods like pruning and quantization which are implemented and experimented with.  The research 

on explainability focuses on the internal aerOS use case, i.e. how to provide interpretability/explainability for 

HLO allocator decision-making. Here, an approach to deliver explanations is designed and implemented. 

Planned Progress for Final Release (Phase 2- M33) 

The second phases focus on the adaptation of decentralised AI components to needs coming from the pilots. 

Any necessary refinements will be handled. Frugal AI and explainability techniques will be further analysed 

and, to a possible extent, generalized to enable easier utilization and adaptation to new scenarios. Explainability 

will be extended to provide methods that can be used for a more comprehensive number of use cases. Proper 

visualization of results will be included. 

Planned Progress for Observation Phase (Phase 3 - Until M36) 

Bug fixing and maintenance 

2.2. aerOS components integration 

2.2.1. Integration standard and practices  

The aerOS project, a ground-breaking initiative aimed at developing a novel meta operating system (OS) for 

the edge-to-cloud continuum, demands a comprehensive set of integration standards and practices to ensure 

seamless integration across diverse edge computing environments and cloud platforms. These standards and 

practices will play a pivotal role in facilitating the development of innovative applications and services that 

leverage the full potential of aerOS' capabilities. 

Defining Integration Standards: 

To effectively integrate aerOS with diverse edge and cloud environments, a set of standardized protocols, 

interfaces, and communication mechanisms is essential. These standards should encompass the following 

aspects: 

1. Resource Management: Standardized mechanisms for resource discovery, allocation, and scheduling 

are crucial to ensure efficient utilization of heterogeneous hardware and software resources across the 

edge-to-cloud continuum. 

a. Resource Description Format (RDF): RDF is a standardized vocabulary for describing 

resources, including their capabilities, limitations, and availability. aerOS can use RDF to 

publish resource descriptions for edge devices and cloud platforms, enabling applications to 

discover and utilize available resources seamlessly. 

 

Figure 1. Components of an RDF graph 
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Figure 2. Example of a simple RDF graph 

 

b. OpenStack APIs: OpenStack is a widely adopted open-source cloud platform that provides a 

set of standardized APIs for managing cloud resources. aerOS can integrate with OpenStack 

APIs to manage resources provisioned on cloud platforms. 

2. Service Orchestration: A standardized approach to service orchestration is essential for managing 

complex distributed applications that span edge devices and cloud platforms. This includes mechanisms 

for service discovery, composition, and dynamic adaptation. 

a. Apache OpenFaaS: As defined in the OSS GitHub OpenFaaS makes it easy for developers to 

deploy event-driven functions and microservices to Kubernetes without repetitive, boiler-plate 

coding. Package your code or an existing binary in an OCI-compatible image to get a highly 

scalable endpoint with auto-scaling and metrics.  aerOS use OpenFaaS to leverage serverless 

functionalities of the metaOS. 

b. Kubernetes: Kubernetes is a popular container orchestration platform that manages the 

deployment, scaling, and management of containerized applications. aerOS adopts and supports 

Kubernetes to orchestrate applications that span edge devices and cloud platforms. In fact, 

aerOS orchestration mechanisms already contemplate the deployment of service (formed by 

service components) in diverse container management frameworks (such as Kubernetes). 

3. Data Management: Standardized data management protocols will enable seamless data exchange 

across edge and cloud environments, ensuring data integrity and consistency. This includes data 

serialization formats, data encryption mechanisms, and data access control policies. 

a. Cloud Native Datastore Interface (CNSI): CNSI is a standardized interface for accessing cloud-

native datastores, such as Cassandra, MongoDB, and MySQL. aerOS can integrate with CNSI 

to manage data across edge devices and cloud platforms. 

b. Data Transfer Objects (DTOs): DTOs are standardized data structures that represent data 

exchanged between different components of an application. aerOS can use DTOs to ensure 

consistent data representation across edge devices and cloud platforms. AerOS natively 

supports DTO implementations through the adoption of Data Fabric and Data as a Product 

(DaaP) concepts inherent to the metaOS. 

4. Security and Trust: Robust security standards are paramount to protect the integrity, confidentiality, 

and availability of data and applications. This includes authentication mechanisms, authorization 

protocols, data encryption techniques, and intrusion detection systems. 

a. OpenID Connect (OIDC): OIDC is an open standard for authentication and authorization that 

enables secure access to resources. aerOS can integrate with OIDC to authenticate users and 

manage access control across edge devices and cloud platforms. 
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b. TLS/SSL: TLS/SSL is a cryptographic protocol that secures communication between 

applications and servers. aerOS can use TLS/SSL to protect sensitive data and prevent 

unauthorized access. 

Establishing Integration Practices: 

In addition to defining integration standards, establishing clear and consistent integration practices is crucial for 

ensuring the successful implementation of aerOS in various environments. These practices should encompass 

the following aspects: 

1. Testing and Validation: Comprehensive testing and validation procedures are essential to ensure that 

aerOS integrates seamlessly with different edge and cloud platforms, and that applications can leverage 

aerOS's features effectively. This includes unit testing, integration testing, and system testing. 

 

2. Documentation and Training: Comprehensive documentation of integration processes, APIs, and best 

practices is essential for developers and operators to effectively integrate aerOS with their edge and 

cloud environments. This includes documentation of installation procedures, configuration guidelines, 

and troubleshooting tips. 

 

3. Community Engagement: Fostering a vibrant community of developers and operators is crucial to share 

knowledge, best practices, and troubleshooting tips related to aerOS integration. This includes 

establishing forums, wikis, and discussion groups where users can interact and collaborate. 

 

4. Continuous Improvement: Establishing a continuous improvement process is essential to identify and 

address integration issues, and to adapt to evolving requirements and standards. This includes regular 

reviews of integration practices, feedback mechanisms, and proactive bug fixes. 

 

5. Support and Maintenance: Providing comprehensive support and maintenance services is essential for 

addressing integration challenges, resolving critical issues, and ensuring the long-term sustainability of 

aerOS integration. This includes hotline support, knowledge base, and expert consultation. 

By establishing robust integration standards and practices, the aerOS project will create a foundation for 

seamless integration across diverse edge computing environments and cloud platforms. This will empower 

developers to create innovative applications and services that leverage the full potential of aerOS, 

revolutionizing the way we interact with and utilize distributed computing resources. 

2.2.2. Continuous integration and development tools  

As already presented in deliverable D2.4, in the aerOS project it has been decided to use GitLab2 as source code 

management tool. This tool is used in the project as a code repository, where the different deliverables can be 

saved by using versioning (via version control functionality) and offers the ability to create Continuous 

Integration / Continuous Deployment (CI/CD) pipelines. 

In a Continuous Integration (CI) software development cycle developers integrate code changes into a shared 

repository frequently, typically several times a day. Each integration is verified by automated build and test 

processes to detect integration errors as quickly as possible. CI helps teams detect and fix problems early in the 

development process, ensuring that the codebase remains stable, and the overall quality of the software is main-

tained. 

Considering CI tool is crucial in software development project like aerOS for several reasons: early detection 

of issues, improved coded quality, enhanced collaboration and communication, reduced integration risks and 

continuous improvement and feedback.  

 

2 https://gitlab.aeros-project.eu/  

https://gitlab.aeros-project.eu/
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CI implementation in GitLab involves setting up pipelines that automate the process of building, testing, and 

validating code changes as they are integrated into the shared repository.  

Following this, the project's GitLab has been configured to be able to implement CI/CD pipelines that comply 

with the DevPrivSecOps methodology defined in the project. To this end, the project's GitLab CI has been 

configured to be able to launch the following security tests automatically: 

• Static application security testing (SAST): in the project we have implemented automatic test with 

SonarQube SAST3 to detect, security vulnerabilities and hotspots in the code that is uploaded to the 

repository. 

• Secret scan: with Gitleaks4 in the project we are able to detect and prevent hardcoded secrets like 

passwords, API keys, and tokens.  

• Dynamic Application Security Testing (DAST): once the code has been deployed, the GitLab CI has 

been configured to launch a dynamic analysis of the code using OWASP ZAP5. This component 

analyses the vulnerabilities of applications by performing security tests on running applications. 

With these tests we ensure that all the code uploaded to the project repository complies with the security 

requirements defined in the methodology defined in D2.4. Next figure shows a capture of aerOS GitLab pipeline 

with the stages and in Figure4  the dependencies of each job can be seen.  

 

 

Figure 3. aerOS CI pipeline stages 

 

Figure 4. aerOS pipeline job dependencies 

 

Continuous deployment (CD) is a strategy in software development where code changes to a repository are 

released automatically into the production environment. CD speeds time to market by eliminating the lag 

between coding and the deployment of the new releases of the code. 

For continuous deployment, the project has used a GitOps methodology, defined in D2.4, implemented using 

the Flux CD6 tool.  

GitOps is a modern cloud native approach to continuous deployment that leverages the Git version control. Git 

acts as a single source of truth for all configuration, infrastructure and application code. 

 

3 https://www.sonarsource.com/products/sonarqube/  
4 https://github.com/gitleaks/gitleaks  
5 https://www.zaproxy.org/  
6 https://fluxcd.io/  

https://www.sonarsource.com/products/sonarqube/
https://github.com/gitleaks/gitleaks
https://www.zaproxy.org/
https://fluxcd.io/
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Flux is a tool for keeping Kubernetes clusters in sync with sources of configuration (like Git repositories) and 

automating updates to configuration when there is new code to deploy. 

For this, we need fist to have flux installed in the Kubernetes environment where the code will be deployed. IN 

the installation, the GitLab token and the repository that will be used as a source should be configured: 

 

Figure 5. Flux installation in deployment environment 

Flux needs also to be configured in the source code repository for the CD (in GitLab) with the two configuration 

files that can be seen in: 

 

Figure 6. Flux configuration files in Gitlab 

 

Once Flux is configured and deployed, every time a change is made to the branch of the repository it is 

monitoring, it will launch a new deployment (deleting the old deployment first) in the production or final 

environment. 

In deliverable D2.5 the concrete description of the deployment of the CI/CD pipelines in aerOS will be extended. 

2.3.  Updated aerOS integration plan  
In the present section, the general integration plan for the first two phases of development is shown. For clarity, 

the temporal range indicated for every component includes development, component test and integration test 

phases. The red lines indicate the main milestones at M18 and M33, representing the use cases deployment and 

implementation (1) and (2). 
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Figure 7. Integration plan for use case deployment (1) 

Figure 8. Integration plan for use case deployment (2) 

3. aerOS Packaging, installation, and documentation  

3.1. aerOS packaging  

In recent years, containers have become the leading technology for packaging and deploying applications in 

different computing environments due to its high efficiency, easy scalability and portability. Thus, several 

technologies have emerged to support all the needed operations to complete their packaging and deployment in 

a straightforward way. According to the aerOS architecture, Infrastructure Elements must support the execution 

of containerised workloads, which must be packaged in container images following the Open Container 

Initiative Specification, so different packaging technologies for containerized workloads must be explored to be 

used in the project.  
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Docker is one of the most popular containerization platforms, which includes tools for creating container 

images, running those images (Docker Engine) and even distributing them (Docker Hub) following an open 

approach. In addition, it also provides other features such as a command line interface for running operations 

on images and containers, and even a standardized file descriptor (Dockerfile) for these images. This Dockerfile 

will play a crucial role in aerOS, as each software repository in Gitlab will contain at least one Dockerfile to 

describe how this software must be packaged inside a container image. However, the desired status of packaging 

is not reached by just creating and running container images, because a certain level of running automatization 

is missing. It includes specification of requirements such as network ports exposure, requested storage and 

dependence with other containers, … This is why more advanced tools like Docker Compose are needed. This 

tool is an add-on to easily run multiple containers at the same time by specifying the application requirements 

in a single configuration file in YAML format. Moreover, it is supported by other container CLIs such as nerdctl, 

which underneath interacts with containerd as well as Docker CLI, and has inspired similar tools such as 

Podman compose.  Finally, Docker is the selected packaging framework in those Infrastructure Elements that 

just present simple containerization runtimes such as Docker or Containerd, but not a container orchestration 

technology such as Kubernetes. 

A huge number of aerOS IEs will present the de facto container orchestration technology: Kubernetes, so 

packaging technologies for K8s deployments also need to be explored. Kubernetes is capable of automating 

operations on containers, scaling deployed services, balancing workloads, managing container upgrades, self-

healing, etc. To do this, it uses files called manifests in YAML format, which are interpreted by the Kubernetes 

API to manage all the necessary functionalities such as container resources, secrets, persistent storage, and so 

forth. However, as well as in container images, these manifests files are only useful for reduced deployments 

on their own, so they must be integrated with more advanced packaging K8s solutions to achieve more efficient 

production deployments. 

Helm is the leading package and deployment manager for K8s, which also facilitates resource management and 

allows to control the entire lifecycle of applications. In Helm, applications are packaged into charts, which are 

packages of pre-configured K8s manifests (as templates) that follow a strong defined structure. Moreover, the 

value of Helm lies in its templating engine, which compiles these templates of K8s manifests with the custom 

values configured by the user to finally generate and deploy customized K8s templates. This allows an 

application to be easily customized for a particular environment, without having to manually modify the content 

of the templates. On the other hand, another interesting tool is Kustomize7. Unlike Helm, Kustomize works 

directly over K8s manifests by adding some placeholders, which allows the users to change the content of these 

manifests by defining some alternative content that will be put in place of the defined placeholders 

3.1.1. Releasing plan 

 

Figure 9. aerOS releasing plan 

 

7 https://kustomize.io/  

https://kustomize.io/
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The journey from the initial stages of software development of an internal project to releasing its final version 

on an external platform under an open-source license comprises several phases. These phases are shaped not 

only by the progress of software development over time, but also by the specific components being addressed. 

Thus, creating a complete release plan for aerOS is essential, as all the developed software must be published 

under an open-source license according to the current EC Open-source software strategy [1]. 

First, it is imperative to identify a suitable repository which will be used by all the developers of the project to 

upload their contributions continuously and to perform the corresponding independent tests of the modules and 

integration. In the case of aerOS, the repository chosen for the development of the project is the Community 

Edition version of GitLab, according to D2.4. This repository is open source, supports the full functionality of 

Git, and allows the addition of extensions to increase its functionality or advanced user management, among 

others. For the continuous development of the project's software on this platform, the DevPrivSecOps 

methodology is used, which allows the integration of privacy and security aspects in software development, as 

well as the integration of operations that guarantee continuous and reliable delivery of the software. 

Once the final version of the software is ready for production, it must be published in a public repository under 

some kind of open-source license, such as the GNU General Public License (GPLv3) or Apache-2.0. In the case 

of aerOS, the public repository chosen is the most popular online code repository: GitHub, which provides free 

hosting of multiple public repositories along with tools to manage the repositories once published. Therefore, a 

GitHub account for the aerOS project must be created. Then, in the final stages of the project, a final release 

(M32) will be created in each GitLab repository and then uploaded to its linked GitHub repository. Finally, it 

will be needed a certain degree of automation to enhance this integration. 

Not only source code will be publicly delivered, but also the set of packaged components using the technologies 

described in the above packaging section: container images, compose files and Helm charts. Gitlab includes a 

container registry in each software repository, so container images will be stored in these registries as long as 

the code development lasts. Then, these images will be uploaded to the aerOS account of Docker Hub, which 

allows, among other things, version tagging, vulnerability analysis, integration with Docker CLI and public 

access to the images. After conducting research, there is not currently a widely-used public repository for 

Docker compose files. While there are some initiatives, such as Docker awesome repository in GitHub [2], they 

are not extensive enough. As a solution, aerOS plans to create a repository in GitHub to store all the developed 

Docker compose files, along with the creation of a GitHub page to facilitate the downloading and direct usage 

of this YAML files. 

When it comes to K8s packaged resources, a similar strategy will be followed in the internal Gitlab. The GitLab 

package registry will be used to host the K8s manifests and Helm charts developed in the project during its 

execution phase. Once the software is ready, Helm charts (or other K8s packaged components) will be uploaded 

to ArtifactHub under the aerOS project publisher. Finally, aerOS LLOs are being developed as K8s Operators, 

which extend the K8s default capabilities in a customized way. Therefore, the option of uploading these 

operators to OperatorHub, an open repository for K8s Operators, will be explored. 

3.1.2. Internal deployment/packaging strategy 

The heterogeneous nature of aerOS and its development requirements (software modules to be run in 

constrained resource IEs) is finally translated into a wide range of developed components and microservices. 

Thus, a common and fine-tuned strategy for packaging and deploying in the IEs all the developed software in 

the project must be designed. This process can enhance the integration process and then the testing process of 

this integration. 

Although each Gitlab repository has its own registry, it is not an optimal choice to go through each repository 

to install a single software component. Even more when in the Gitlab projects guidelines of aerOS has been 

recommended to use a single Gitlab code repository for each microservice or software module. This action may 

be reserved for developers or reviewers that want to look into the details of the source code but never for 

deployment and testing stages. Thus, a common repository (common deployments) for already packaged 

software has been created in Gitlab to oversee this challenge and therefore to set a common packaging and 

deployment procedure for all the software developed in the project. The aim of this repository is not to host 

source code but already packaged material (container images, Helm charts, docker compose files, plain K8s 

manifests, …) taking advantage of the Gitlab container and package registry. 
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Figure 10. aerOS common deployments internal repository aerOS common deployments internal repository 

The main concern for creating a common repository is to manage the access to it. At this stage of the aerOS 

project it is not intended to provide an open access to the packaged software (it will be done in the final stage 

of the project as explained in the last subsection), so using public repositories, such as Docker Hub or 

ArtifactHub, or a public repository in our Gitlab instance is not feasible. Therefore, the best fitting solution is 

to create an internal Gitlab project with Internal visibility, which means that the repository is visible (read-only 

permission) by all registered users in Gitlab. However, it presents another drawback: the managing of 

permissions to be able to read and write to the registries of this repository even outside of the Gitlab environment 

(e.g. pulling or pushing a container image from an external machine). The direct but inefficient solution would 

be to add all users as members of the repository. However, it will end in a waste of time as each user should use 

its own credentials and in the case of K8s clusters create a different for deploying containers from this repository, 

for instance. Thus, a single user and repository token has been created to be used in all deployment and 

integration environments. In addition, the README file of this common deployments repository contains a 

self-explanatory guideline with examples about how to use this single user to interact with the container and 

package registry of the repository, in particular for container images, docker-compose files, K8s manifests and 

Helm charts. 

Finally, the processes consisting of uploading new images and packages can be easily automated by leveraging 

CI/CD pipelines defined in the aerOS DevPrivSecOps methodology (see D2.4 and section 2.2.2 of this 

document). Therefore, simple pipelines have been created to be used in each Gitlab repository to automatically 

update the contents of this common deployments internal registry.  

3.2. aerOS installation  
The installation process of aerOS Meta-OS components to finally achieve a complete and functional IoT-Edge-

Cloud continuum starts with a set of ready and operational computing resources upon which it is intended to be 

built. These computing resources must accomplish a set of requirements defined in section 4.2.1 of the D2.6 

(capacity of running containerized workloads or availability of computing and networking capabilities, among 

others) to become Infrastructure Elements, the most granular entity able to be controlled and managed by the 

Meta-OS. Thus, it is important to highlight that the starting point of this setup process is not the low-level 

preparation of these computing resources (installing an OS or containerization tools, for instance), but rather 

creating the first domain of the continuum: the entrypoint domain. After this aerOS big bang, subsequent 

domains will be able to be added to the continuum, along with the possible growth of them by the addition of 

new IEs. 
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Figure 11. Summarized aerOS installation process 

 

The aerOS installation is intended to be performed by System administrators or Domain administrators from 

different organizations with full control of the computing resources on which the Meta-OS will be deployed. 

The first step of this procedure must be to conceptually define the future aerOS domains, deciding which 

computing resources will take part of them as Infrastructure Elements but taking into account that as stated in 

the aerOS architecture definition, each domain must run the complete set of aerOS Basic Services. In the image 

below can be seen a summary of the installation steps. 

In addition, the installation components have been split into several packages in order to facilitate the process 

and modularize them to enhance the performance and its explainability. Moreover, these packages can be 

presented in several flavours for targeting the heterogeneity of the computing continuum, for instance, different 

container images will be used depending on the CPU architecture of the target IEs. The objective behind this 

section is not to go into details about technological underlying of these installation packages (e.g. the Helm 

commands to install a chart or the needed environment variables to run an installation script), because they will 

be continuously changing as the development of this software modules is still in progress. Currently, four 

packages or groups of packages have been identified: 

• Entrypoint domain package 

• Domain package 

• IE package 

• aerOS Basic Services packages 

 

A similar procedure should be defined in further stages (this deliverable has been advanced to month 18) to 

uninstall aerOS or just remove some IEs or domains from the defined continuum. This process will be explored 

in the future as in the current status of the project it is more important to define how to smoothly create a whole 

aerOS continuum in order to start the integration and testing process of the software modules developed in 

aerOS as described in section 2. 

Finally, the aerOS installation procedure is intended to be enhanced as the project advances towards a more 

mature stage. These enhancements may involve verifying dependencies, automating input parameters for 

installation scripts, and other related improvements. 
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3.2.1. Entrypoint domain 

The singularity of a IoT-Edge-Cloud computing continuum presents a set of challenges to be solved before 

defining a fine-tuned installation process for the aerOS Meta-OS, such as defining the first step that will initiate 

the building of the continuum. These challenges are even more highlighted in complete decentralized and 

federated environments like the described in the aerOS reference architecture, in which there is not a clear point 

of reference or a superior layer entity that can be used to initiate the setting up of the Meta-OS. Therefore, a 

single entrypoint has been defined in aerOS to manage the continuum: the entrypoint domain. Any domain in 

the continuum can act as entrypoint as per user’s choice, even this entrypoint domain can be slightly moved to 

any domain, so the aerOS setup procedure will begin with the selection of a domain to act as management 

entrypoint. Nevertheless, the entrypoint domain selection will be frozen until the Meta-OS installation finalizes 

with one or more domains with a FUNCTIONAL status. 

At this stage the structure of the future domains must be designed, so in the selected domain to act as entrypoint, 

the entrypoint domain package has to be installed (with some configurable parameters input by the user in 

charge of the installation) in the selected set of computing resources that will compose the domain. This package 

is composed of three components: (i) aerOS Federator, (ii) aerOS Management Portal and (iii) minimum 

required components of aerOS AAA (Keycloak IDM and KrakenD API Gateway). Once the components of the 

entrypoint domain package are successfully deployed and integrated, a NGSI-LD Domain entity with 

PRELIMINAR status is created in the deployed Orion-LD context broker, which in fact means that the entrypoint 

domain has been successfully registered but is not aerOS compliant yet. In the same way, aerOS AAA related 

parameters and configurations (user, password, organization, roles, …) are created based on default options or 

user inputs. Then, the user can login in the Management Portal and visit the Domains view to check if the 

entrypoint domain has been registered and some useful information is prompted.  

At this point the domain has been registered but the selected computing resources to be joined to it are not aware 

that conform an aerOS domain, even they are not IEs yet. To achieve this, it is needed to install the IE package 

in each computing resource, which contains the Self-* modules (Self-awareness, Self-orchestrator, …) and other 

required specific IE components (e.g. trustworthiness modules). First, the mandatory Self-* modules along with 

the optional ones required by the administrator are deployed. This step acquires a great importance because 

Self-awareness module will register the IE in the continuum by creating a new entity in the context broker, 

which actually means that the IE has been added to the entrypoint domain with a READY status after checking 

if the IE package has been successfully set-up. 

Once all the IEs of the entrypoint domain have been registered, there is one step left to have a fully functional 

aerOS domain: the installation of all the remaining aerOS Basic Services (data fabric, decentralized 

orchestration, …) but taking into consideration that the entrypoint balancer will also be installed as it is a 

component which only will be present in this entrypoint domain. The system administrator will be able to choose 

in which IEs deploy each basic service, because he is aware of the details of the computing resources and will 

take better decisions about the best fitting of each software component. Then, the required set of aerOS Auxiliary 

Services (Auxiliary AI and Embedded Analytics) can also be set-up in the domain. 

When it comes to the aerOS decentralized orchestration system, it is worth to go into the insights about the 

installation of its Low-Level Orchestrator (LLO) module. As defined in the aerOS architecture, the orchestrator 

is divided into two-levels: a High-Level Orchestrator, which is single deployed in a domain, and a Low-Level 

Orchestrator, which can present more than a single instance in a domain depending on the IEs’ underlying 

container management frameworks (Docker, K8s, …). Thus, the proper LLO Operators must be installed on 

top of the required set of IEs. Then, a NGSI-LD LLO entity is created in the local Orion-LD and the LLO 

attribute of each IE entity is updated to stablish a 1-N (one LLO to many IEs) relationship among them. 

After the installation of the aerOS Meta-OS in the entrypoint domain and its complete registration in the aerOS 

continuum, it can be stated that the administrator has achieved a functional continuum with a single domain. 

This can also be checked in the Management Portal, where this recently added domain will appear with a 

FUNCTIONAL status. However, this is not the desired state as a single-domain continuum cannot take 

advantage of the benefits that provide a fully federated and distributed Meta-OS to the IoT-Edge-Cloud 

computing continuum.  In many cases the final target would be to build a multi-domain continuum with a more 

complex design, such as the ones that are being tested in the aerOS use cases. 
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3.2.2. Subsequent domains 

At this stage of the aerOS installation process, the installation of the first and complete functional aerOS domain 

has been achieved. Thus, it is fairly clear that the next steps will have the final purpose of extending the 

computing continuum through the addition of new domains. As in the installation of the entrypoint domain, the 

first step will be to install a domain related package: the domain package. The main difference between this 

package and the entrypoint one is that the continuum management related components, such as the Management 

Portal, Keycloak and the Entrypoint Balancer, will not be installed in this stage. Then, the components of the 

domain package are successfully deployed and integrated, a Domain entity with PRELIMINAR status is created 

in the deployed Orion-LD context broker. 

The other main difference in this stage is related to the federation process. According to the aerOS decentralized 

architecture, all the existing domains of the continuum must be federated to allow the access to the state of the 

continuum through the aerOS distributed state repository. Therefore, this new domain must be federated with 

the other existing domains. It means that the aerOS federator installed in this domain must perform the needed 

actions (create the essential Context Source Registrations in the Orion-LD of the domain and distribute the 

information of this new domain creation among all the existing domains). 

If the federation has been successfully achieved, the system administrator will be able to check that this new 

domain appears in the management portal with a PRELIMINAR status, because the NGSI-LD entity of this 

domain is not stored in the context broker of the entrypoint domain, but actually in the broker of the new domain. 

This information can be accessed thanks to the federated environment. 

The next stages of the installation are identical to the ones explained in the entrypoint domain subsection. The 

IE package must be installed in each computing resource, so IE entities are created in the local Orion-LD 

instance, and then the complete set of aerOS Basic Services must be deployed in the IEs of this new domain. 

3.2.3. Adding an IE to an existing domain 

This process could be seen as a complement since its starting point is a fully functional aerOS continuum with 

one or more functional domains. Furthermore, it is the simplest of the three described processes. This stage 

consists of first installing the IE package in the computing resource that is wanted to be added to an existing 

domain and then the new IE entity is created in the local context broker of the selected domain. At this point 

the IE addition process finalizes only if this new IE presents a containerization technology already covered by 

the installed LLOs in the domain. Otherwise, the administrator will have to install the new required LLO to 

allow workloads to be deployed on the new IE. 

Nevertheless, as this IE addition is performed after the initial definition and installation of the continuum so it 

is supposed to have several IoT services deployed in the IEs that may move sensible data, an additional action 

must be performed. After the creation of the new IE entity, it will remain with a UNTRUSTED status until the 

user with the proper rights, for instance the system administrator of the domain, accepts its addition to the 

domain. It can be achieved by a simple pop-up notification in the management portal and its posterior 

acceptance. This procedure is intended to avoid the malicious addition of external computing resources by 

taking advantage of security related glitches. 

3.3. Documentation  
As described in the previous deliverable, D5.1 - Integration approach and methodology, one of the critical com-

ponents of the DevPrivSecOps methodology is Continuous Integration (CI) and Continuous Delivery (CD). In 

a project adopting CI/CD, up-to-date documentation plays a critical role in ensuring the success, efficiency, and 

reliability of the software development and deployment processes. To achieve this goal, after discussions and 

analysis with relevant stakeholders, ReadTheDocs, a popular platform for hosting and building documentation, 

was selected. ReadTheDocs (RTD) is a powerful platform designed to simplify the process of documenting 

software projects. It serves as a central hub where developers can create, host, and manage documentation for 

their projects. One of its primary benefits is its ease of use and integration with popular version control systems 

like Git and GitLab. This integration allows developers to automatically generate documentation from the pro-

ject's codebase, ensuring that the documentation stays up to date as the code evolves. Developers can easily 
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translate their documentation into multiple languages, ensuring that their projects are accessible to a global 

audience. RTD also provides tools for managing translations and keeping them in sync with the original docu-

mentation, simplifying the process of maintaining multilingual documentation. ReadTheDocs integrates seam-

lessly with popular CI/CD platforms, such as GitLab, used in the aerOS project, automating documentation 

updates with each code change. 

Integrating ReadTheDocs with GitLab is a process that involves a few key steps to ensure seamless synchroni-

zation between aerOS project's codebase on GitLab and its documentation hosted on ReadTheDocs. It has been 

configured both ReadTheDocs, importing the GitLab repository and GitLab repository, configuring the 

webhook, to perform automatic on push releases. With the webhook set up, GitLab notifies ReadTheDocs when-

ever changes are made to aerOS project's GitLab repository. When a push event occurs in the GitLab repository, 

GitLab sends a notification to ReadTheDocs via the configured webhook URL. The hierarchical structure of 

the documentation released on ReadTheDocs is based on the architecture described in D2.6 and subsequent 

decisions, regarding components and sub-components that comprises aerOS system, agreed upon with relevant 

stakeholders. 

Each section, for instance, “Orchestration: resources, services and network” is composed of subsections, in 

this case, 1) Smart Networking; 2) Service and resource orchestration etc.  

 

Figure 12. Screenshot of the aerOS project ReadTheDocs documentation 

Each component, such as the HLO Data Aggregator shown in the above image, that comprises the aerOS system 

has its own documentation structured as follows: 

• Introduction, section on a brief description of the component, 

• Place in architecture, role of a specific component within the overall system architecture, helping to 

understand how the component interacts with other aerOS components, 
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• Key features, description of the main features of the specific aerOS component, 

• User guide, comprehensive and accessible resource, hosted on ReadTheDocs, that helps users navigate 

the software's features, understand its functionalities, 

• License, description of component license such as open-source, freeware, commercial etc. 

4. aerOS evaluation  

4.1. KPI evaluation methodology  

The evaluation methodology adopted has been inspired upon ideas derived from the ASSIST-IoT H2020 

Project. This decision was made since that project analysed Next-Generation IoT platforms for different focus 

areas and application domains. It is thus very similar to the structure of aerOS, where five large scale pilots exist 

in addition to several Open Call projects, in various application domains of the Cloud-Edge-IoT continuum. 

In particular, the aerOS KPI evaluation methodology follows a hierarchical approach, in which KPIs (either 

derived from project’s Grant Agreement, requirements gathered in WP2 deliverables, or insights obtained 

among different pilot group partners) are grouped by the definition of dimensions and fields of measurement, 

in accordance with project aspects. This hierarchical approach aims at providing a more tangible assessment of 

the project’s success factors, comparing the result with respect to the Grant Agreement commitments 

(accomplished, not accomplished, partially accomplished), system gaps, as well as stakeholders feedback and 

satisfaction, as explained next. 

4.1.1. KPI definition, dimensions, and fields 

Technically, a KPI states for Key Performance Indicator. Thus, it is a type of performance measurement, which 

is done against a predefined set of values, called indicators. In aerOS it has been agreed that only quantitative 

indicators are used, meaning that each KPIs value shall be a number (or a percentage over a baseline). In general, 

data collection for KPI evaluation will be through benchmark testing, desk research, on-line questionnaires are 

or through one-to-one interviews. The latter will be conducted with coordinators of all pilots, as well as task 

leaders. In those cases, in which a KPI refers to users’ satisfaction, a value from a set of numbers from 1 to 5, 

where 1 would represent complete dissatisfaction and 5 would represent complete satisfaction will be assumed. 

In particular, the KPI will be measured directly (for example messages/second, throughput in Mbps, or user 

satisfaction on the Likert scale) and it will be expressed as a fulfilment percentage of the prospected KPI target 

as follows: 

• KPI value = no achievement → KPI score = 0% 

• no achievement < KPI value < target → 0% < KPI score < 100% 

• KPI value >= target → KPI score = 100% 

This approach will allow to interpret the value of an indicator against the original target set by aerOS partners. 

To assess an overall aerOS evaluation, the KPI scores are grouped in Field scores, which are calculated as 

average of all KPI scores for that field (i.e., aerOS service fabric KPIS, aerOS data fabric KPIs, Pilot 1 KPIs, 

Pilot 2 KPIs, Communication KPIs, Dissemination KPIs, etc.), and, in turn combined into a Dimension scores, 

which is defined as the average of Field scores for that dimension , as presented in the two equations below. 

𝐹𝑖𝑒𝑙𝑑𝑆𝑐𝑜𝑟𝑒 =
∑ 𝐾𝑃𝐼𝑠𝑐𝑜𝑟𝑒𝑖𝑖=1,…,𝑁

𝑁
             (1) 

𝐷𝑖𝑚𝑒𝑛𝑠𝑖𝑜𝑛𝑆𝑐𝑜𝑟𝑒 =
∑ 𝐹𝑖𝑒𝑙𝑑𝑠𝑐𝑜𝑟𝑒𝑖𝑖=1,…,𝑁

𝑁
           (2) 

Thus, if e.g., all KPIs reach the target, which would manifest as all KPI scores being 100%, then Field score is 

also going to be 100%. Similarly, if all Field scores within the same dimension reach a 100% target, then 

Dimension score will also reach 100%. This approach would provide an indication of achievements for specific 

indicators, as well as overall results obtained by aerOS project as a whole.  

https://assist-iot.eu/wp-content/uploads/2022/05/D8.1_Evaluation_Plan.pdf
https://assist-iot.eu/wp-content/uploads/2022/05/D8.1_Evaluation_Plan.pdf
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For aerOS, it has been decided to define three main dimensions (i) Technical aerOS platform KPIs; (ii) aerOS 

Pilot KPIs; and (iii) aerOS Impact KPIs. Several groups are defined per dimension. The following table maps 

each dimension and groups, with the different tasks of the project where actual assessment will take place. 

Table 18. aerOS Dimensions, Fields and achieving tasks 

Dimension Filed of evaluation Achieving tasks 

1. Technical 

aerOS platform 

KPIs 

1.1 aerOS network and compute fabric T3.1 / T3.3 

1.2 aerOS Data Fabric T4.1 / T4.2 

1.3 aerOS Service Fabric T3.3 

1.4 aerOS cyber security and Trust components T3.4 / T4.5 

1.5 aerOS self-* and monitoring T3.5 

1.6 aerOS decentralised AI T4.3 

1.7 aerOS common API T3.2 

1.8 aerOS management framework T4.6 

1.9 aerOS Embedded analytics T4.4 

1.10 Stakeholder/user satisfaction/OpenCall T1.1 / T1.4 

2. aerOS Pilot 

KPIs 

2.1 Pilot 1 Data-driven cognitive production lines T5.2 / T5.4 

2.2 Pilot 2 Containerised edge computing near renewable energy 

sources 

T5.2 / T5.4 

2.3 Pilot 3 High performance computing platform for connected and 

cooperative mobile machinery 

T5.2 / T5.4 

2.4 Pilot 4 Smart edge services for the port continuum T5.2 / T5.4 

2.5 Pilot 5 Energy Efficient, health safe and sustainable smart 

buildings 

T5.2 / T5.4 

2.6 Overall pilots’ engagement T5.4 

3. aerOS 

Impact KPIs 

3.1 Communication T6.1 

3.2 Dissemination T6.2 

3.3 Standardisation T6.3 

3.3 Exploitation and business models T6.4 

4.1.2. KVI evaluation methodology 

In order to supplement the existing KPI-based, quantitative strategy in aerOS, a qualitative evaluation for a 

societal value-driven approach to technology development will be used, built upon the idea of Key Value 

Indicators (KVIs). KVIs are markers of a pertinent social Key Value (KV) that is either affected or enabled by 

upcoming technology, particularly the new services offered by future networks [1]. These networks are expected 

to enable a wide range of innovative and advanced use cases and application domains, that will address 

significant societal demands and provide value in several ways. Humans and machines will be able to connect 

in new ways that should benefit individuals, communities, and businesses. In addition to monitoring and 

reducing risks, these benefits must be maximized. In this deliverable, we describe the methodology to be 

followed, while the analysis and results will be included in deliverables D5.5 and D5.6. 

The methodology starts with the United Nations (UN) Sustainable Development Goals (SDGs) [2]. As seen in 

Figure 1, these goals offer a flexible framework for target priorities, as represented by the three related domains 
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of environmental, social, and economic sustainability. But because these are state-specific, they must be 

interpreted for the ICT sector to assess their effects. Accordingly, the first step of the methodology is to define 

a set of societal KVs that are important to people and society and can be directly or indirectly addressed by 

future networks. Examples of such KV are: Economical Sustainability and innovation, Digital inclusion, 

Personal freedom, Trust, etc., but the list is not restricted as can be depended to the specific use case or network 

service.  

 

Figure 13. Illustration of the UN SDGs ordered in three areas 

The second step is to attach KVIs to each KV. KVIs are primarily concerned with determining the societal value 

that results from technological advancements and the context in which they must be used. KVIs are based on a 

"societal readiness" approach that examines, rather than if society is ready for a new technology, if technologies 

are ready to be incorporated into society. A technology is considered important under the societal preparedness 

paradigm if it is useful, efficient, fosters practice innovation, and helps bring about systemic change for the 

good of society. Compared to KPIs, knowledge of human-related elements is enhanced by KVIs, which may 

necessitate discussions and the emergence of creative ideas. They are comparable to quality standards that 

support a "top-down" strategy, in which project goals must be defined before measurements are applied. KVIs 

need to be a set of quantifiable amounts or prerequisites that offer an approximation of an impacted KV in some 

way. As a result, targets should be able to be set using KVIs, such as the quantity of service users who satisfy a 

condition or the perceived satisfaction using a service.  

The third step of the methodology involves the KV enablers for each KV. This step analyses the factors that 

determine a use case's usage, i.e., availability and popularity. It defines the main elements that would either 

prevent the further construction of a use case or spread it and scale up the enabled value. These variables 

typically have to do with meeting the end user's expectations in terms of technical fulfilment, service coverage, 

ecosystem adaptation, and value proposition. While the precise exchange rate is not stated, better KV 

enablement should eventually produce value. 

The final forth step aims at determining the KPIs that affect the related KVIs. This might not always be feasible 

or meaningful, depending on the KVI. When using KPIs, it should be evident how and to what degree a 

particular KVI is enhanced, without mentioning the exchange rate. To enable KVs, future networks can use the 

KPIs to set technical numerical targets. Ultimately, this stage ought to offer a foundation for a technological 

design that is motivated by values. All four steps are illustrated in Figure 14 and Figure 13 [1]. 

 

Figure 14. The four steps of the adopted KVIs methodology 
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For aerOS, the specific task will use the aforementioned methodology to study each of the identified use cases 

and conclude to a specific set of KVs, KVIs, KV enablers and KPIs per use case. The target will be to conclude 

to a complete qualitative analysis of the performance gains achieved against use case specific performance 

indicators. 

4.2. Technical aerOS platform KPIs 
The purpose of this dimension is to address the existence, functionality and availability of the technical 

components and features defined and implemented in aerOS platform. To analyse the technical parameters, the 

assessment will use the results and outcomes from integration, and testing activities. The main software modules 

that are being developed; to be evaluated, are the following: 

1. aerOS network and compute fabric 

2. aerOS data fabric 

3. aerOS service fabric 

4. aerOS cybersecurity and trust components 

5. aerOS self-* and monitoring 

6. aerOS decentralised AI 

7. aerOS common API 

8. aerOS management framework 

9. aerOS embedded analytics 

10. Stakeholder’s satisfaction 

4.2.1. aerOS network and compute fabric 

4.2.1.1. KPI 1.1.1 Response time for the orchestration of IoT applications 

(KVI-1.1) 

Table 19. KPI 1.1.1 Response time for the orchestration of IoT applications (KV-1.1) 

Name Response time for the orchestration of IoT applications 

Description This KPI measures the time the orchestration system takes to achieve the target state 

of the blueprint of the IoT applications 

Motivation Whether achieving the initial state or transitioning states due to external conditions 

changes, the orchestration system should provide responsiveness for the IoT 

applications. A less responsive system would hinder the usefulness of such 

autonomous service for the end user and makes it less reactive to changing conditions. 

Baseline 10 seconds 

Target value < 15% baseline 

Partner/s 

responsible 
ICTFI 

4.2.1.2. KPI 1.1.2 Open-source components for aerOS to deploy and manage 

applications spanning the continuum (KVI-1.2) 
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Table 20. KPI 1.1.2 Open-source components for aerOS to deploy and manage applications spanning the continuum 

(KVI-1.2) 

Name Open-source components for aerOS to deploy and manage applications spanning the 

continuum 

Description The KPI determines the number of components used for deployments and management 

continuum application have been shared with external communities through open-

source contributions 

Motivation This KPI is important to measure the impact aerOS has on the technological ecosystem, 

allowing the support of new technological business models and third-parties 

exploitation resulting from the project innovative work. 

Baseline N/A 

Target value 3 

Partner/s 

responsible 

ICTFI 

4.2.1.3. KPI 1.1.3 Usage of 5G native APIs (3GPP NEF and SEAL) (KVI-1.3 

Table 21. KPI 1.1.3 Usage of 5G native APIs (3GPP NEF and SEAL) (KVI-1.3) 

Name Usage of 5G native APIs (3GPP NEF and SEAL) 

Description 5G Native APIs that have been specified by 3GPP allows the tight integration of 

services and applications in order to improve their performance and features, such as 

by retrieving information of the QoS level of the network and the location of the user. 

Motivation The use of 5G native APIs can significantly enhance the performance of a 

service/application providing to it additional context information and network 

awareness. Therefore, assessing the use of native 5G APIs as a KPI is important 

because it denotes the disruptive innovation of the developed services and applications 

Baseline N/A 

Target value > 50% scenarios 

Partner/s 

responsible 

NCSRD 

4.2.1.4. KPI 1.1.4 Usage of TSN (KVI-1.4) 

Table 22. KPI 1.1.4 Usage of TSN (KVI-1.4) 

Name Usage of TSN 

Description This KPI measures the adoption rate of Time-Sensitive Networking (TSN) in more 

than 50% of the applicable scenarios within the project. TSN is a set of standards 

designed to improve the reliability, latency, and synchronization of standard Ethernet 
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networks. The goal is to quantify the extent to which TSN is being utilized in scenarios 

where real-time, deterministic communication is critical. 

Motivation The integration of TSN is crucial for scenarios that demand high levels of network 

determinism and reliability, such as in industrial automation, real-time control systems, 

and applications requiring precise synchronization. By targeting a greater than 50% 

adoption rate in relevant scenarios, this KPI encourages the advancement of network 

infrastructure towards more robust, latency-sensitive, and synchronized 

communication capabilities. This, in turn, supports the overall efficiency, safety, and 

performance of the systems relying on aerOS. 

Baseline N/A 

Target value > 50% scenarios 

Partner/s 

responsible 

SIEMENS 

4.2.1.5. KPI 1.1.5 Number of old equipment units turned on actionable aerOS 

nodes 

Table 23. KPI 1.1.5 Number of old equipment units turned on actionable aerOS nodes 

Name Number of old equipment units turned on actionable aerOS nodes 

Description Devices that are incorporated into the aerOS continuum enabled by the metaOS 

Motivation The operation of high-performance algorithms and highly efficient data transaction 

mechanisms depends on edge, IoT and cloud devices to orchestrate effectively the 

different services of the hyper distributed application workflows. 

Baseline N/A 

Target value 20 

Partner/s 

responsible 

INNO 

4.2.1.6. KPI 1.1.6 Consistency of deployment compared to app blueprints 

Table 24. KPI 1.1.6 Consistency of deployment compared to app blueprints 

Name Consistency of deployment compared to app blueprints 

Description This KPI measures how consistent the consecutive deployments of the application 

compared its specified blueprint 

Motivation The orchestration system is an autonomous system. It is important that this system 

keeps consistent its automatic deployments with respect to the blueprint and doesn’t 

require manual oversight. 
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Baseline N/A 

Target value >95% 

Partner/s 

responsible 
ICTFI 

4.2.2. aerOS data fabric 

4.2.2.1. KPI 1.2.1 Full support for data pipelines in all use cases (incl. open 

calls), identified through requirements elicitation (KVI-5.1) 

Table 25. KPI 1.2.1 Full support for data pipelines in all use cases (incl. open calls), identified through requirements 

elicitation (KVI-5.1) 

Name Full support for data pipelines in all use cases (incl. open calls), identified through 

requirements elicitation 

Description aerOS Data Fabric exposes configurable tools that are used to build data transit and 

transformation workflows (data pipelines). This KPI will measure the coverage of 

pipelines, that are prepared within the project, and required by the use-cases 

Motivation Verification of the Data Fabric tools, that support the creation of data pipelines in 

practice. 

Baseline N/A 

Target value > 50% scenarios 

Partner/s 

responsible 
SRIPAS 

4.2.2.2. KPI 1.2.2 Semantic and syntactic interoperability between all data 

producers and consumers in all use cases (KVI-5.2) 

Table 26. KPI 1.2.2 Semantic and syntactic interoperability between all data producers and consumers in all use cases 

(KVI-5.2) 

Name Semantic and syntactic interoperability between all data producers and consumers in 

all use case 

Description In order to achieve interoperability when exchanging data all participants, namely data 

producers and data consumers, must understand the data. This KPI will ensure, that the 

data is useful for producers and consumers, through either usage of a common syntax 

and semantics from the get-go, or by applying data transformations. 

Motivation Semantic and syntactic interoperability of data for aerOS Data Fabric. 

Baseline N/A 

Target value > 50% scenarios 
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Partner/s 

responsible 
SRIPAS 

4.2.2.3. KPI 1.2.3 Reference implementation for a data infrastructure 

supporting full user-control in the definition of data sources, consumers and 

flows (KVI-5.3) 

Table 27. KPI 1.2.3 Reference implementation for a data infrastructure supporting full user-control in the definition 

of data sources, consumers and flows (KVI-5.3) 

Name Reference implementation for a data infrastructure supporting full user-control in the 

definition of data sources, consumers and flows 

Description Number of aerOS use cases that have followed the standard LOT methodology for 

ontology development. 

Motivation Ontologies enable integrating data in the knowledge graph that implements the data 

fabric (i.e., the data infrastructure). 

Baseline 0 

Target value >=3 

Partner/s 

responsible 
 TID 

4.2.2.4. KPI 1.2.4 # of data sovereignty initiatives 

Table 28. KPI 1.2.4 # of data sovereignty initiatives 

Name aerOS data models in open markets 

Description Number of sovereign data space enablers deployed as part of the aerOS metaOS 

Motivation Data sovereignty is crucial to facilitate data sharing and trusted data transaction 

ensuring effective data usage control in distributed environments. The number of data 

sovereignty activities enhances the fidelity of AI models and effectiveness of 

autonomous control loops. 

Baseline 0 

Target value 5 

Partner/s 

responsible 
 INNO 
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4.2.2.5. KPI 1.2.5 aerOS data models in open markets 

Table 29. KPI 1.2.5 aerOS data models in open markets 

Name aerOS data models in open markets 

Description Number of data models used in aerOS publicly available to the open-source 

community. 

Motivation Promotion of open data models targeting the IoT-Edge-Cloud continuum for 

improving interoperability. 

Baseline N/A 

Target value 5 

Partner/s 

responsible 
TID 

4.2.2.6. KPI 1.2.6 Semantic annotation support for commonly used data 

format 

Table 30. KPI 1.2.6 Semantic annotation support for commonly used data format 

Name Semantic annotation support for commonly used data formats 

Description Semantic annotation component transforms “raw data” into NGSI-LD based on 

specific annotation rules. This KPI will measure the number of data formats that aerOS 

is capable of transforming into NGSI-LD. 

Motivation Data-level semantic interoperability and support for the unified data handling within 

aerOS Data Fabric. 

Baseline N/A 

Target value >= 3 

Partner/s 

responsible 
 SRIPAS 

4.2.2.7. KPI 1.2.7 % data sources from aerOS scenarios to be semantically 

annotated and exposed via Data Fabric 

Table 31. KPI 1.2.7 % data sources from aerOS scenarios to be semantically annotated and exposed via Data Fabric 

Name % data sources from aerOS scenarios to be semantically annotated and exposed via 

Data Fabric 

Description Data ingested/manipulated by aerOS and expressed in NGSI-LD needs to use clearly 

demarcated semantic models. This will enable semantic harmonization for 

heterogeneous data sources. 
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Motivation To achieve data shareability in aerOS. 

Baseline N/A 

Target value > 50% scenarios 

Partner/s 

responsible 
 SRIPAS 

4.2.2.8. KPI 1.2.8 Support for multiple types of data sources 

Table 32. KPI 1.2.8 Support for multiple types of data sources 

Name Support for multiple types of data sources 

Description The data fabric can support the ingestion of data from data sources based on different 

protocols and data formats such Files, RDBMS, Kafka or MQTT 

Motivation Demonstrates how the data fabric can cope with the heterogeneity of the continuum 

Baseline 0 

Target value >= 3 different data sources 

Partner/s 

responsible 
 TID 

4.2.2.9. KPI 1.2.9 Data pipeline latency for data integration 

Table 33. KPI 1.2.9 Data pipeline latency for data integration 

Name Data pipeline latency for data integration 

Description The latency added by the data fabric when integrating from raw data into the 

knowledge graph 

Motivation High latency would limit the adoption in near real-time use cases 

Baseline N/A 

Target value < 1 second 

Partner/s 

responsible 
 TID 
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4.2.2.10. KPI 1.2.10 Simultaneous data pipeline execution 

Table 34. KPI 1.2.10 Simultaneous data pipeline execution 

Name Simultaneous data pipeline execution 

Description Maximum number of concurrent data pipelines running in the data fabric with 

guaranteed performance. 

Motivation The data fabric is expected to handle simultaneously multiple data flows 

Baseline N/A 

Target value 5 

Partner/s 

responsible 
 TID 

4.2.3. aerOS service fabric 

4.2.3.1. KPI 1.3.1 Number of VNF/NetApps to improve performance and self-

* network reconfiguration (KVI-2.3) 

Table 35. KPI 1.3.1 Number of VNF/NetApps to improve performance and self-* network reconfiguration (KVI-2.3) 

Name Number of VNF/NetApps to improve performance and self-* network reconfiguration 

Description The use of VNFs/NetApps as have been defined in 5G-PPP to improve the performance 

and the self-* network configuration denotes that these virtual functions are interfacing 

on the one hand with the native APIs of the 5G network and on the other hand are 

exposing business APIs, capable of enhancing the performance of the service provision 

of the network configuration it-self. This KPI follows the paradigm of the 3GPP SA6 

standardization activities, where specific Network Apps are realized as Vertical 

Application Enablers (VAEs), improving the performance or the network for 

supporting services of vertical industries. 

Motivation The higher the number that a specific application or service is interfacing with 

NetApps, the more innovative the specific application/service is becoming, because it 

integrates features that are not currently available or possible with a simple OTT 

provision approach. 

Baseline N/A 

Target value > 6 Services/Applications that are interfacing with at least one NetApp 

Partner/s 

responsible 
 NCSRD 
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4.2.3.2. KPI 1.3.2 Total services delivered by aerOS 

Table 36. KPI 1.3.2 Total services delivered by aerOS 

Name Total services delivered by aerOS 

Description This KPI refers to the total number of basic and auxiliary services that aerOS consists 

of and delivers respectively to the users. This collection of services provides to the 

aerOS users the capability to interact with the data fabric plane of the metaOS, allowing 

them to discover IoT data, to deploy a distributed service across the continuum and to 

manage the aerOS nodes that can join the continuum. 

Motivation This KPIs denotes the complexity of the aerOS metaOS, but at the same time also 

reflects the complexity of the defined metaOS in terms of features and services offered 

to the aerOS users towards realizing the IoT-edge-cloud continuum in its full potential. 

Baseline N/A 

Target value > 50 aux and basic aerOS services deployed 

Partner/s 

responsible 
 NCSRD 

4.2.3.3. KPI 1.3.3 # of successful CI/CD pipelines implemented in the project 

Table 37. KPI 1.3.3 # of successful CI/CD pipelines implemented in the project 

Name # of successful CI/CD pipelines implemented in the project 

Description The number of repositories that have successfully completed the Continuous 

Integration (CI) / Continuous Deployment (CD) test designed for the project. 

Motivation Successfully passing the CI/CD tests designed for the project leads to the conclusion 

that the developed code complies with the security and privacy requirements defined 

in the project and its correct functioning in the deployment environment. 

Baseline N/A 

Target value > 4 

Partner/s 

responsible 
 S21SEC GES 

4.2.3.4. KPI 1.3.4 Number of different service components running in different 

domains that form functional services thanks to aerOS network components 

Table 38. KPI 1.3.4 # of different service components running in different domains that form functional services 

thanks to aerOS network components 

Name Number of different service components running in different domains that form 

functional services thanks to aerOS network components 
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Description This KPI refers to the number of independent software components, which if unified 

under the same continuum structure, then altogether form a distributed service. 

Motivation This KPI is important because it quantifies the number of components that a continuum 

realization connects in order to form a distributed service provision, which without the 

existence of the metaOS would not have been possible. 

Baseline N/A 

Target value At least 4 components to be interfaces for the realization of a pilot. 

Partner/s 

responsible 
 NCSRD 

4.2.3.5. KPI 1.3.5 Different types of networks managed by aerOS in pilot 

deployment 

Table 39. KPI 1.3.4 # of different types of networks managed by aerOS in pilot deployment 

Name Different types of networks managed by aerOS in pilot deployments 

Description This KPI refers to the number of heterogeneous networks that aerOS is homogenizing 

within the IoT-edge-cloud continuum, offering to the users a unified and homogeneous 

experienced, independently of the underlying network technology. 

Motivation This KPI quantifies that level of heterogeneity that that metaOS homogenizes and 

unifies under the same continuum. 

Baseline N/A 

Target value At least 2 network accesses (e.g. 5G, LAN, Wi-Fi, ZigBee). 

Partner/s 

responsible 
 NCSRD 

4.2.4. aerOS cybersecurity and trust components 

4.2.4.1. KPI 1.4.1 Delivery of dedicated aerOS components as Open Source 

SW for cybersecurity, privacy and trust (KVI-3.1) 

Table 40. KPI 1.4.1 Delivery of dedicated aerOS components as Open Source SW for cybersecurity, privacy and trust 

(KVI-3.1) 

Name Delivery of dedicated aerOS components as Open Source SW for cybersecurity, 

privacy and trust 

Description The process of making components of aerOS regarding cybersecurity, privacy and trust 

available to the public as open-source software. 

Motivation By delivering dedicated aerOS components as open-source software focused on 

cybersecurity, privacy, and trust, the initiative likely aims to contribute to the broader 
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tech community by providing robust tools for building more secure and trustworthy 

digital environments 

Baseline N/A 

Target value 100% OSS services 

Partner/s 

responsible 
IQB 

4.2.4.2. KPI 1.4.2 # scenarios with security, privacy and trust by design 

deployed (KVI-3.2) 

Table 41. KPI 1.4.2 # scenarios with security, privacy and trust by design deployed (KVI-3.2) 

Name # scenarios with security, privacy and trust by design deployed 

Description Quantifies the number of scenarios where principles of security, privacy, and trust have 

been integrated by design. 

Motivation It tracks the implementation of these foundational principles from the earliest stages of 

development, ensuring that each deployment is inherently secure, respects user 

privacy, and is trustworthy 

Baseline N/A 

Target value > 50% scenarios 

Partner/s 

responsible 
IQB 

4.2.4.3. KPI 1.4.3 Delivery of a DevPrivSecOps cookbook and good practices 

manual (KVI-3.3) 

Table 42. KPI 1.4.3 Delivery of a DevPrivSecOps cookbook and good practices manual (KVI-3.3) 

Name Delivery of a DevPrivSecOps cookbook and good practices manual 

Description Cookbook to guide aerOS developers to implement the DevPrivSecOps methodology 

Motivation The DevPrivSecOps methodology designed in aerOS allows to guide the project 

developers (and the developer community) to develop secure and privacy aware code 

by design. 

Baseline N/A 

Target value The project expects to produce 3 cookbooks in different formats: a DevPrivSecOps 

methodology definition report, a methodology implementation manual and an 

interactive GitLab guide with an example implementation. 

Partner/s   S21SEC GES 
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4.2.4.4. KPI 1.4.4 % of users/device/services properly authenticated 

Table 43. KPI 1.4.4 % of users/device/services properly authenticated 

Name % of users/device/services properly authenticated 

Description The percentage of users/device/services properly authenticated through the aerOS 

identity management (IdM) service. 

Motivation Monitoring properly authenticated users device/services (provided they have 

submitted the correct credentials) allows to verify the correct functioning of the aerOS 

IdM. 

Baseline N/A 

Target value > 95% 

Partner/s 

responsible 
S21SEC GES 

4.2.4.5. KPI 1.4.5 # of parallel successfully authenticated user/devices/services 

Table 44. KPI 1.4.5 # of parallel successfully authenticated user/devices/services 

Name # of parallel successfully authenticated user/devices/services 

Description It offers insights on the simultaneous load that the authentication system can 

proficiently manage 

Motivation By monitor this KPI we identify potential bottlenecks and make informed decisions 

about necessary upgrades or optimizations to accommodate growing demand. It also 

helps in stress testing and capacity planning, ensuring that the aerOS remains 

responsive and secure even as the number of simultaneous authentication requests 

increases. 

Baseline N/A 

Target value >150 

Partner/s 

responsible 
IQB 

4.2.4.6. KPI 1.4.6 % of users/device/services properly authorized 

Table 45. KPI 1.4.6 % of users/device/services properly authorized 

Name % of users/device/services properly authorized 

Description Percentage of users/devices/services successfully authorised through the aerOS 

Identity Management (IdM) service. 
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Motivation Monitoring of properly authorised user devices/services (provided they have the 

permissions to access the target service/data) allows to verify the correct functioning 

of the authorisation component of the aerOS IdM. 

Baseline N/A 

Target value >95% 

Partner/s 

responsible 
 S21SEC GES 

4.2.4.7. KPI 1.4.7 # of requests handled by the API Gateway per second 

Table 46. KPI 1.4.7 # of petitions handled by the API Gateway per second 

Name # of requests handled by the API Gateway per second 

Description The total number of petitions that the API Gateway is capable of handling per second 

without getting overloaded. 

Motivation It is important to set a minimum number of petitions that the API Gateway must be 

able to fulfil without overloading to handle the average operations of the aerOS 

platforms. 

Baseline 10 petitions per second. 

Target value 15 petitions per second. 

Partner/s 

responsible 
 UPV 

4.2.4.8. KPI 1.4.8 % trusted scenarios that make use of IOTA's DLT 

Table 47. KPI 1.4.8 % trusted scenarios that make use of IOTA's DLT 

Name % trusted scenarios that make use of IOTA's DLT 

Description Being able to share continuum-wide relevant information using the IOTA DLT via 

Hornet node peer-to-peer message exchange. 

Motivation One of the main tools that bring trust into the aerOS platform is IOTA, the number of 

messages shared by the different nodes is crucial for the platform to understand the 

global status of the continuum. 

Baseline 1 data transaction per minute. 

Target value 5 data transactions per minute. 

Partner/s 

responsible 
 UPV 
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4.2.4.9. KPI 1.4.9 Network overload limit due to the usage of IOTA and Tangle 

Table 48. KPI 1.4.9 Network overload limit due to the usage of IOTA and Tangle 

Name Network overload limit due to the usage of IOTA and Tangle 

Description Creating and implementing an IOTA Tangle network of nodes that share information 

between them without managing to overload the network. 

Motivation An IOTA Tangle network allows for peer to peer sharing of information between 

nodes, benefiting the entire continuum. However, it must be done in a way that does 

not completely overload the network. 

Baseline aerOS services up and running as expected. 

Target value aerOS private IOTA Tangle network deployed and running without increasing the 

network load by more than 30%. 

Partner/s 

responsible 
 UPV 

4.2.4.10. KPI 1.4.10 Trust Score Recalculation and Resource Balance 

Table 49. KPI 1.4.10 Trust Score Recalculation and Resource Balance 

Name Trust Score Recalculation and Resource Balance 

Description This KPI evaluates the efficiency of the trust score recalculation process in relation to 

the consumption of aerOS resources, ensuring that the operational demands of 

maintaining updated trust scores do not lead to excessive use of resources. 

Motivation This KPI is motivated by the imperative to harmonize the necessity for dynamic and 

robust trust management with the overarching need to preserve system performance 

and reliability 

Baseline aerOS services up and running as expected. 

Target value Mean increase in resource usage due to trust score recalculation activities < 30% 

regular use. 

Partner/s 

responsible 
 IQB 

4.2.5. aerOS self-* and monitoring 

4.2.5.1. KPI 1.5.1 Average overload time of IEs 

Table 50. KPI 1.5.1 Average overload time of IEs 

Name Average overload time of IEs 

Description The amount of time an IE has a system load above 80%, and therefore its performance 

may decrease considerably. 
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Motivation Knowing how long an IE is overloaded allows actions to be taken to reduce its load, 

keeping it operational for longer. 

Baseline This value shall be obtained by laboratory load tests to determine the actual average 

overload time of a node as a function of the actual workload. Through the self-

awareness module, the % processor usage and RAM load will be obtained. These 

values will indicate the total system load. 

Target value Reduction of 20% 

Partner/s 

responsible 
 UPV 

4.2.5.2. KPI 1.5.2 Number of different topologies and hardware/software 

combinations of IEs supported 

Table 51. KPI 1.5.2 Number of different topologies and hardware/software combinations of IEs supported 

Name Number of different topologies and hardware/software combinations of IEs supported 

Description Indicates the number of different nodes on which self-* capabilities are capable of 

running depending on the type of IE, its operating system, hardware architecture or 

performance. 

Motivation Increasing the number of different types of supported nodes allows for greater 

heterogeneity of the aerOS computing continuum and its increased total computational 

power. 

Baseline 3 

Target value 10 

Partner/s 

responsible 
 UPV 

4.2.5.3. KPI 1.5.3 Number of metrics monitored from IEs 

Table 52. KPI 1.5.3 Number of metrics monitored from IEs 

Name Number of metrics monitored from IEs 

Description The amount of different information that the self-* modules are able to obtain on the 

characteristics, specifications, current performance and health status of the nodes where 

they run. 

Motivation The more metrics obtained, the more accurate will health indices of the aerOS IEs be. 

Baseline N/A 

Target value 15 

Partner/s   UPV 
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4.2.5.4. KPI 1.5.4 Number of avoided service downgrade experience cases 

Table 53. KPI 1.5.4 Number of avoided service downgrade experience cases 

Name Number of avoided service downgrade experience cases 

Description All the different types of scenarios in which a continuum IE is prevented from not being 

able to respond to the requests made to it, either to obtain information or to request it to 

execute a certain workload. 

Motivation Reducing the number of situations in which a node in the continuum stops responding 

to requests for information or becomes inoperative increases overall user satisfaction 

and provides a better image of a robust, reliable and fault-tolerant system. 

Baseline N/A 

Target value 5 demonstrable scenarios 

Partner/s 

responsible 
 UPV 

4.2.5.5. KPI 1.5.5 % of reorchestration requests issued by decentralized IEs 

Table 54. KPI 1.5.5 % of reorchestration requests issued by decentralized IEs 

Name Percentage of reorchestration requests issued by decentralized IEs 

Description Number of requests coming from decentralised nodes in the computing continuum to 

the main aerOS reorchestration systems based on their current or future workload to 

avoid failures in running services or system overloads that may generate unwanted 

situations 

Motivation A number of decentralised reorchestration requests provide insight into the actual 

performance and processing capacity of the nodes in the computing continuum 

Baseline This value will be obtained through laboratory tests. A domain with several IEs will be 

simulated and different workloads will be executed in each of them. The purpose will 

be to check of all the reorchestrations carried out, how many requests come directly 

from the IEs that compose the domain 

Target value 25% 

Partner/s 

responsible 
 UPV 

4.2.5.6. KPI 1.5.6 # of IoT healing scenarios covered 

Table 55. KPI 1.5.6 # of IoT healing scenarios covered 

Name # of IoT healing scenarios covered 

Description Self-healing crystalizes the capability of autonomously recovering affected parts of the 

system both at the hardware and software level caused by failures or abnormal states. 
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It also can restart the system to pre-established routines scheduling, if necessary. The 

KPI aims at measuring the scenarios that the self-healing procedures take effect. 

Motivation The importance of the self-healing functionality needs to be shown with specific 

scenarios. So far, we have identified the following scenarios: Sensor Failure, Device 

Power Alert, Network Protocol Violation, Link Quality Issues, Communication Failure 

Indication (no messages received by IE). 

Baseline 0 (no self-healing capabilities) 

Target value 5 

Partner/s 

responsible 
 FOGUS 

4.2.5.7. KPI 1.5.7 % of intrusion detected by the self-security 

Table 56. KPI 1.5.7 % of intrusion detected by the self-security 

Name % of intrusion detected by the self-security 

Description Indicates the ability to detect cybersecurity intrusions that have been made to the IE. 

Motivation Measuring the percentage of intrusions that the self-security component has been able 

to detect allows the performance of the self-security component to be measured. 

Baseline N/A 

Target value > 90% intrusions 

Partner/s 

responsible 
 S12SEC GES 

4.2.6. aerOS decentralised AI 

4.2.6.1. KPI 1.6.1 Realising decentralized AI/ML with scalability comparable 

to centralized approach (KVI-4.1) 

Table 57.  KPI 1.6.1 Realising decentralized AI/ML with scalability comparable to centralized approach (KVI-4.1) 

Name Realising decentralized AI/ML with scalability comparable to centralized approach 

Description Scalability is the ability of AI algorithms, data, models, and infrastructure to operate at 

the size, speed, and complexity required. aerOS should operate with or be validated 

with at least three applications of decentralized AI. 

Motivation (KPI from proposal) Decentralized AI/ML should not negatively influence operations 

of AI-based system compared with a centralized AI/ML. 

Baseline N/A 
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Target value >= 3 applications 

Partner/s 

responsible 
 SRIPAS 

4.2.6.2. KPI 1.6.2 Energy consumption reduction due to moving AI from cloud 

to the edge (KVI-4.2) 

Table 58. KPI 1.6.2 Energy consumption reduction due to moving AI from cloud to the edge (KVI-4.2) 

Name Energy consumption reduction due to moving AI from cloud to the edge 

 Description Energy consumption should be decreased for AI being run closer to the edge, possibly 

on local data and with frugal adjustment. 

Motivation (KPI from proposal) aerOS aims to establish what are the benefits and trade-off 

resulting from moving AI closed to the edge. 

Baseline It depends on algorithm used, architecture (resources - CPU, GPU, RAM), 

location of the data. 
Experimentations from this area of research that can be used as a baseline value 

include: 

• https://doi.org/10.1145/3531146.3533234 - within research on CO2 

emission, energy consumption for different models (BERT LM, NLP, 

computer vision) with different sizes was measured, e.g. BERT LM 

experiment used 8 V100 GPUs for 36 hours and used a total of 37 kWh, 

three sizes of DenseNets on MNIST lasted between 20 and 25 minutes 

and consumed between 20 and 38Wh; energy reduction achieved with 

proposed methods for Microsoft Azure cloud compute platform was less 

than 27%. 

• 10.1109/TGCN.2018.2885443 - computational offloading to minimize, 

among others, energy consumption; comparison of energy consumptions 

in fog nodes for different number of devices in centralized and 

decentralized edge architectures; results show decreased energy 

consumption in a decentralized approach, on average, less than 10%. 

Target value > 50% (on average on tested scenarios) 

Partner/s 

responsible 
 SRIPAS 

4.2.6.3. KPI 1.6.3 Validation of comprehensive support, by aerOS, for 

distributed frugal AI components with explainability (KVI-4.3) 

Table 59. KPI 1.6.3 Validation of comprehensive support, by aerOS, for distributed frugal AI components with 

explainability (KVI-4.3) 

Name Validation of comprehensive support, by aerOS, for distributed frugal AI components 

with explainability 
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 Description Identification of applications (within use cases/scenarios) in which distributed frugal 

AI components potentially supported by explainability should be applicable. 

Motivation (KPI from proposal) aerOS will operate on heterogenous Infrastructure Elements with 

both internal decision-making and potentially AI-related services. This heterogeneity 

may require for application of frugal techniques to enable effective operations and 

interpretability/explainability to provide additional information about the decision 

making. 

Baseline N/A 

Target value >= 2 frugal applications, >= 2 XAI applications 

Partner/s 

responsible 
 SRIPAS 

4.2.6.4. KPI 1.6.4 Delivery of cookbook/good practices manual for explainable 

frugal AI near the edge (KVI-4.4) 

Table 60. KPI 1.6.4 Delivery of cookbook/good practices manual for explainable frugal AI near the edge (KVI-4.4) 

Name Delivery of cookbook/good practices manual for explainable frugal AI near the edge 

 Description Description of good practices based on target value of application that would guide 

IoT developer to select the best approach. 

Motivation (KPI from proposal) Application of explainability and frugal techniques needs to be 

customized to a scenario being considered. Therefore, what is required is a set of good 

practices that would guide the IoT developer in selecting the best approach. 

Baseline N/A 

Target value >= 3 (or 4ot-specific) 

Partner/s 

responsible 
 SRIPAS 

4.2.6.5. KPI 1.6.5 Decentralized frugal AI techniques available 

Table 61. KPI 1.6.5 Decentralized frugal AI techniques available 

Name Decentralized frugal AI techniques available 

 Description Techniques applied to provide frugality to AI in aerOS or aerOS-based deployments 

where AI operations in restricted conditions needs to be supported. 

Motivation aerOS will operate on heterogenous Infrastructure Elements with both internal 

decision-making and potentially AI-related services. This heterogeneity may require 

for application of frugal techniques to enable effective operations. 

Baseline N/A 
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Target value >= 3 techniques 

Partner/s 

responsible 
 SRIPAS 

4.2.6.6. KPI 1.6.6 AI explainability techniques available 

Table 62. KPI 1.6.6 AI explainability techniques available 

Name AI explainability techniques available 

 Description Techniques applied to provide interpretability/explainability in aerOS or aerOS-based 

deployments where AI interpretability/explainability can support the operations of the 

systems by enabling understanding of intelligent automatized decision-making. 

Motivation System with automatic intelligent decision-making should provide means to monitor 

and verify its behaviour. 

Baseline N/A 

Target value >= 2 techniques 

Partner/s 

responsible 
 SRIPAS 

4.2.7. aerOS common API 

4.2.7.1. KPI 1.7.1 % of aerOS core services exposed through Open API 

Table 63. KPI 1.7.1 % of aerOS core services exposed through Open API 

Name % of aerOS core services exposed through Open API 

Description This KPI measures the proportion of aerOS's core services that are accessible through 

an Open API. The goal is to ensure that a significant part of the system's functionality 

is available via well-defined and standardized interfaces. 

Motivation Exposing services through Open APIs facilitates integration with other systems, 

encourages developer engagement, and supports a modular, scalable architecture. It 

enables third-party developers to easily connect with and build upon the aerOS 

platform, fostering innovation and expanding the system's capabilities. 

Baseline N/A 

Target value >50% 

Partner/s 

responsible 
 SIEMENS 
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4.2.7.2. KPI 1.7.2 OpenAPI UIs for documenting APIs and generating code 

Table 64. KPI 1.7.2 OpenAPI UIs for documenting APIs and generating code 

Name OpenAPI UIs for documenting APIs and generating code 

Description These UIs will make it easier for developers to understand and work with the aerOS 

APIs. By providing clear documentation and tools for code generation, developers can 

more efficiently integrate their services with aerOS, reducing development time and 

potential errors 

Motivation Why is it important to have/mention as KPI (added value) 

Baseline N/A 

Target value 2 

Partner/s 

responsible 
 SIEMENS 

4.2.7.3. KPI 1.7.3 Create Protocol Buffers definition for intra-orchestration 

module communication 

Table 65. KPI 1.7.3 Create Protocol Buffers definition for intra-orchestration module communication 

Name Create Protocol Buffers definition for intra-orchestration module communication 

Description This KPI aims to develop three Protocol Buffers definitions to facilitate 

communication between different modules within the aerOS orchestration layer. 

Protocol Buffers is a method of serializing structured data 

Motivation Using Protocol Buffers enhances the efficiency and reliability of data interchange 

between modules. This approach ensures consistent, lightweight, and backward-

compatible communication, crucial for maintaining the robustness and scalability of 

the orchestration layer. 

Baseline N/A 

Target value 3 

Partner/s 

responsible 
 SIEMENS 

4.2.7.4. KPI 1.7.4 Reduce time to deploy service functions by non-technical 

team members using low code tool integrations 

Table 66. KPI 1.7.4 Reduce time to deploy service functions by non-technical team members using low code tool 

integrations 

Name Reduce time to deploy service functions by non-technical team members using low 

code tool integrations 
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Description This KPI focuses on decreasing the time required for non-technical team members to 

deploy service functions within aerOS by over 40%, leveraging low-code tool 

integrations. 

Motivation Facilitating faster deployment of service functions by non-technical staff can 

significantly enhance operational efficiency. By integrating low-code tools, aerOS can 

democratize the deployment process, enabling a broader range of team members to 

contribute to service development and management, thus accelerating the project 

lifecycle and reducing dependency on technical specialists. 

Baseline N/A 

Target value >40% 

Partner/s 

responsible 
 SIEMENS 

4.2.8. aerOS management framework 

4.2.8.1. KPI 1.8.1 # of federated domains in all aerOS continuums 

Table 67. KPI 1.8.1 # of federated domains in all aerOS continuums 

Name # of federated domains in all aerOS continuums 

Description This KPI will quantify the total number of aerOS domains that have been created (and 

have been functionally deployed) in the project. It refers to all the domains that will 

have been federated. It gathers both the domains coming from specific pilots and those 

created for development or integration purposes, as long as they are federated with 

other domains. 

Measurement methodology: 

Total functional domains will be counted and indicated as the KPI (in M36). This will 

be endorsed by being able to connect to aerOS portal of the different continuums and 

checking the number of existing (and functional) domains in each. 

Motivation The motivation of this KPI is to represent the soundness of the design of “domain” 

concept. The goal is to be able to demonstrate that the theoretical design of IEs inside 

domains (that are designed and created by system administrators based on different 

criteria, such as topological sense, geographical proximity, container management 

framework technology, among others) are well translated into real deployments 

Baseline 0 (nothing before aerOS) 

Target value 15 (total domains) / (in) 8 (continuums) 

Partner/s 

responsible 
 UPV 
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4.2.8.2. KPI 1.8.2 # of continuum functionalities available and operational 

through the management portal 

Table 68. KPI 1.8.2 # of continuum functionalities available and operational through the management portal 

Name # of continuum functionalities available and operational through the management 

portal 

Description This KPI will quantify the total number of available functionalities to operate the 

resources and services operating the continuum that can be managed via the aerOS 

management portal. The various functionalities will be associated to resources 

(creation of IEs, removal of IEs from the continuum, domains enabling…), users 

management (creation, roles assignation, …), services (deployment, monitoring…) 

and/or data (inspecting the data fabric…). 

Measurement means: 

At the end of the project, functionalities included in the portal will be endorsed via 

showcasing the possibilities of usage (screenshots, videos, demos). 

Motivation All continuum management functionalities will be available via APIs. This is managed 

by T3.2 and will serve as the basis for aerOS continuum establishment. However, some 

of them will also be available via an UI (in the aerOS portal). The motivation of this 

KPI is to represent how many of them will be usable via the UI, enlarging the human-

oriented capacity of the Meta-OS (in this case, for system administrators 

configurations, etc). 

Baseline 0 

Target value 10 

Partner/s 

responsible 
 UPV 

4.2.8.3. KPI 1.8.3 Performance of aerOS Federation Context Broker 

Table 69. KPI 1.8.3 Performance of aerOS Federation Context Broker 

Name Performance of aerOS Federation Context Broker 

Description This KPI represents the capacity of the aerOS Federator to withstand high querying 

and update loads. This will be a direct result of the capacity by the core element of such 

Federator, the ORION-LD context broker (release for aerOS). The metrics that will be 

assessed in this KPI will be: (a) number of simultaneous queries to get entities from 

the Broker–in the same second, (b) number of simultaneous updates of entities – in the 

same second. 

Measurement means: 

There is planned to realise a performance-measurement exercise in a 

development/integration environment with the following characteristics: ORION-LD 

broker is running in a single core, w/ 5 Gb of RAM (note that the associated database 

–MongoDB- needs more resources, but the restrictive element is the Context Broker). 

This measurement exercise will be done at the end of the project (M36). 
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Motivation The performance of Orion-LD is crucial for aerOS because it will allow to understand 

how many data can be processed, as well as the capacity of the federated network of 

brokers to support automated distribution of the state of the continuum. 

Baseline N/A – currently, aerOS does not incorporate this functionality 

Target value 5000 queries/s, 2500 updates/s 

Partner/s 

responsible 
 FIWARE 

4.2.8.4. KPI 1.8.4 Federation asymptote with minimum latency (domains) 

Table 70. KPI 1.8.4 Federation asymptote with minimum latency (domains) 

Name Federation asymptote with minimum latency (domains) 

Description The goal is to understand how many new domains can be added to a continuum 

(installation and addition procedure explained in deliverable D5.2) without trespassing 

a latency threshold. The latency will be associated to the context source registration 

messages. Here, the relevant aspect is to understand that aerOS federation is based on 

NGSI-LD’s context registration, that will automatically connect the ORION-LD of 

each domain with all the others (full connection network topology) for keeping updated 

the distributed state repository of the continuum. That connection is materialised in 

messages. The moment in which all the “update messages” will be completed since a 

new domain is added will be considered as the latency of the process. 

Measurement means: 

Even though this measurement might be influenced by many factors not strictly related 

to aerOS traits (network delay, network load, processing time of messages in network 

nodes, etc.), data will be presented to gauge a relevant figure for this KPI. The 

measurement methodology planned in M18 (subject to future adjustments) will be: 

• A maximum “latency of the process” will be defined in M21 (when more fed-

erations are taking place in aerOS). 

• In a development/Integration continuum (not in pilots), a test will be done. 

New domains will be iteratively added, till the “latency of the process” is sur-

passed. This will be the maximum capacity. 

The previous process will be repeated for a real case in, at least, one of the pilots of the 

project. This will be the maximum achieved in TRL4. 

Motivation This KPI will represent the capacity of aerOS structure of federated domains in a single 

continuum to scale while maintaining a maximum decided latency 

Baseline 0 

Target value 4 (note that this number may be modified later, as soon as the “latency of the process” 

will be defined) 

Partner/s 

responsible 
 UPV 
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4.2.8.5. KPI 1.8.5 Average offloading ratio of entrypoint balancing in aerOS 

scenarios 

Table 71. KPI 1.8.5 Average offloading ratio of entrypoint balancing in aerOS scenarios 

Name Average offloading ratio of entrypoint balancing in aerOS scenarios 

Description This KPI represents the effectiveness of the balancing algorithms selected and 

deployed in the management portal for achieving entrypoint diversity usage. The goal 

is to demonstrate that, on average, 30% of requests sent to EB are distributed for first 

processing to HLOs located in domains other than the one containing EB (entrypoint 

domain). 

Measurement means: 

The EB algorithm will be tested both in development/integration scenarios and in 

pilots. There, at the end of the project, an analysis will be extracted from the requests 

to gather this number. A strategy will be envisaged to quantify/catalogue whether a 

service deployment request originated in a certain domain and queried the HLO of a 

different domain as first processing option. 

Motivation Measure the effectiveness of EB in the distribution of requests between HLOs, which 

aims to minimize single HLO overutilization 

Baseline 0% 

Target value 30% 

Partner/s 

responsible 
 SRIPAS 

4.2.8.6. KPI 1.8.6 QoE of management portal deployed on pilots 

Table 72. KPI 1.8.6 QoE of management portal deployed on pilots 

Name QoE of management portal deployed on pilots 

Description The idea of this KPI is to evaluate the QoE of the UI of the management portal. In 

particular, it is the intention for quantify a metric for tracking both behavioural and 

attitudinal perception of the webapp. 

Measurement means: 

For the behavioural types, aerOS will use Google Firebase to track general events 

results (not user's tailored) such as, pageviews, time-per-task, error rate (we should 

discuss further which event we would like to catch). For the attitudinal types, aerOS 

will adopt the System Usability Scale (SUS) survey (instead of CSAT or NPS), a 

widely used questionnaire designed to measure the perceived usability of a system. It 

consists of 10 questions designed to measure aspects of usability, such as ease of use 

and it provides a subjective view of the system's usability and user satisfaction. In 

particular, for aerOS, it is planned to (most likely – to be confirmed later in the project) 

to select the categories: (i) content, (ii) design, (iii) organization, (iv) user friendly. 

Each category has specific items, whose selection will be elaborated later on, for 

instance in "design" category we could collect feedback related to the following list of 

indicators, Attractive, Colour, Text from the survey’s questions. For "user-friendly" 
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quality questions we can take into considerations the following indicators, Usability, 

Accessibility, Reliability, Interactive features 

Motivation The rationale behind this KPI is to be able to assess the quality of experience of 

stakeholders using the aerOS Management portal. Note that stakeholders (users) of the 

implemented UI will be both system administrators (for e.g., configuring domains) and 

4owners (for e.g., monitoring data or KPIs). 

Baseline N/A 

Target value >=68 SUS score 

Partner/s 

responsible 
 DSTECH 

4.2.9. aerOS embedded analytics 

4.2.9.1. KPI 1.9.1 # pre-packaged functions supported by Embedded Analytics 

Tool (EAT) 

Table 73. KPI 1.9.1 # pre-packaged functions supported by Embedded Analytics Tool (EAT) 

Name # pre-packaged functions supported by Embedded Analytics Tool (EAT) 

Description The Embedded Analytics Tool is a platform for the design, development and 

deployment of analytical functions. Several generalised functions are packaged with 

the Embedded Analytics Tool to address common operations to provide insights for 

management and AI/ML components 

Motivation The pre-packaged functions of the Embedded Analytics Tool provide basic operations 

for the aerOS system. These functions are leveraged by other components to provide 

insights such as data samples, highlight anomalies or data drift. These functions are 

also generalised and can be customised through user parameters allowing them to have 

“plug and play” characteristics in a range of different environments and scenarios. 

Baseline 0 

Target value 3 

Partner/s 

responsible 
 LMI 

4.2.9.2. KPI 1.9.2 # northbound wrappers designed for common operations 

with EAT 

Table 74. KPI 1.9.2 # northbound wrappers designed for common operations with EAT 

Name # northbound wrappers designed for common operations with EAT 

Description Wrappers will be designed and implemented for the creation of Embedded Analytics 

Tool functions. These wrappers will be available to all function authors who utilise the 
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aerOS templates. These templates will be stored in the Embedded Analytics Tool 

repository and be available to all project partners. 

Motivation Adopting a Function as a Service approach for the Embedded Analytics Tool enables 

flexibility for the function authors, but also introduces function design and 

communication challenges. Templating allows for function design and communication 

to be structured and guided. Function authors can focus on the core logic of their 

functions while using approved and tested implementations for common operations 

such as data retrieval or triggering external actions. 

Baseline 0 

Target value 3 

Partner/s 

responsible 
 LMI 

4.2.10. Stakeholder user satisfaction 

4.2.10.1. KPI 1.10.1 Successful conduction of Open Calls (KVI-7.1) 

Table 75. KPI 1.10.1 Successful conduction of Open Calls (KVI-7.1) 

Name Successful conduction of Open Calls 

Description This KPI will represent the combined number of applications received between round 

1 and round 2 of Open Calls funding opportunity. Additionally, this KPI will refer to 

the successful implementation of Open Call projects (60k€, 9 months each). 

Measurement means. 

On the one hand, the number of applications received will be published in aerOS 

website some days after the close of each of the two application windows. On the other 

hand, the final reports of the 15 OC projects to be funded will be summarised and 

included in deliverable D1.4. 

The KPI target will be then represented as follows: >80, and 15 out of 15 successfully 

completed projects that provide lessons learnt 

Motivation To illustrate the capacity of the Consortium to engage dynamic, vibrant researchers in 

Universities, SMEs and RTOs to utilise aerOS technologies and provided added value 

to the pilots or the research strategy of the project. 

Baseline 0 

Target value > 80 applicants 

Partner/s 

responsible 
 UPV 
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KPI 1.10.2 # of stakeholders deploying aerOS 

Table 76. KPI 1.10.2 # of stakeholders deploying aerOS 

Name # of stakeholders deploying aerOS 

Description The number of entities public/private deploying aerOS metaOS components to support 

operation and implementation of advanced hyper distributed applications. 

Motivation The number of stakeholders deploying aerOS will generate the necessary evidence to 

support future adoption of metaOS assets 

Baseline 0 

Target value 5 

Partner/s 

responsible 
 INNO 

4.2.10.2. KPI 1.10.3 # Energy consumption & e-waste reduction in aerOS 

adopters 

Table 77. KPI 1.10.3 # Energy consumption & e-waste reduction in aerOS adopters 

Name # Energy consumption & e-waste reduction in aerOS adopters 

Description The adopters of the aerOS platform will be asked to provide information on energy 

consumption and e-waste compared to their baseline operation. 

Motivation aerOS will not only support productivity enhancement of European companies to 

increase economic growth across the EU, but will also support tackling relevant social 

challenges, including energy consumption and e-waste. As part of the ability to manage 

such urgent social challenges, it is important to show demonstrated figures towards this 

direction coming from the stakeholders adopting the platform. 

Baseline Use case specific value measured in the baseline scenario with no aerOS services 

Target value 2% to 10% 

Partner/s 

responsible 
 FOGUS 

4.3. aerOS pilot KPIs 
The specific pilot developments throughout the project will be evaluated and assessed over the pilot testbeds. 

This section describes how the evaluation will be managed and implemented during the pilot’s trials execution. 

The results and analysis will be part of the work being carried out in Task T5.4 Continuous use cases analysis, 

evaluation, and assessment. The objectives, status of the developments, list of KPIs, etc. of each pilot are 

described next. 
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4.3.1. Pilot 1 Data-driven cognitive production lines 

4.3.1.1. KPI 2.1.1 Production process accuracy 

Table 78. KPI 2.1.1 Production process accuracy 

Name Production process accuracy 

Description The accuracy of the process based on digital and virtual part analysis – online and 

offline 

Motivation The quality of the process is based on the adequate selection of the dimensional quality 

control instrumentation and the optimisation of the quality control strategy and 

configuration of the manufacturing equipment 

Baseline Dependent on product GD&T complexity 

Target value 10% increase 

Partner/s 

responsible 
INNO 

4.3.1.2. KPI 2.1.2 Digital service programming time 

Table 79. KPI 2.1.2 Digital service programming time 

Name Digital service programming time 

Description The time it takes to program quality control services and routines based on traditional 

monolithic (client/server) vs computing continuum platform. 

Motivation Autonomous operation of zero-defect manufacturing services and dimensional quality 

control demand that automation services are highly available to ensure synchronised 

and safe. 

Baseline 2 weeks 

Target value 2 days 

Partner/s 

responsible 
INNO 

4.3.1.3. KPI 2.1.3 Dimensional quality control productivity 

Table 80. KPI 2.1.3 Dimensional quality control productivity 

Name Dimensional quality control productivity 

Description The time to perform a quality control cycle (specification, programming and 

execution) 

Motivation Zero-defect manufacturing services and dimensional quality control are usually 

manually driven processes locked to users and machines being physically interacting. 
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The productivity decoupling task programming, dispatching and execution of 

metrology routines can increase factory productivity. 

Baseline 3 parts/hour (depending on GD&T complexity) 

Target value 5 parts/hours 

Partner/s 

responsible 
INNO 

4.3.1.4. KPI 2.1.4 Accuracy of the CO2-footprint prediction (%)  

Table 81. KPI 2.1.4 Accuracy of the CO2-footprint prediction (%) 

Name Accuracy of CO2-footprint prediction (%) 

Description This KPI represents the fidelity of the value obtained for the CO2 footprint 

Motivation Based on the methods used for CO2 footprint calculation and the data captured from 

the shopfloor the accuracy of the PCF value is higher and hence the impact and costs 

associated with product related emissions lowered. 

Baseline N/A 

Target value >80% 

Partner/s 

responsible 

 SIPBB 

4.3.1.5. KPI 2.1.5 CO2-footprint measurement (% products) 

Table 82. KPI 2.1.5 CO2-footprint measurement (% products) 

Name CO2-footprint measurement (% products) 

Description This KPI assess the number of products that can be assessed for CO2 footprint 

calculation (unit, batch, family level) 

Motivation The PCF calculation and the associated DPP information for Scope 3 environments 

demand different level of granularity in terms of data collection and product-level 

calculation to meet with EU regulation. 

Baseline N/A 

Target value 10% - 100% 

Partner/s 

responsible 

 SIPBB 

4.3.1.6. KPI 2.1.6 CO2 emissions reduction (kg) 

Table 83. KPI 2.1.6 CO2 emissions reduction (kg) 
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Name CO2 emissions reduction (kg) 

Description aerOS system should permit with AI/ML component contribution to optimize 

travels of AGV and infer CO2 emission reduction. 

The factor that will be used for the calculation will be: 

CO2 emissions (kg) = Electricity consumption (kWh) * Grid emission factor 

Lombardy(IT) (kg CO2/kWh) 

Motivation The PCF should contribute to industrial competitiveness. 

This KPI has been planned as there has been identified the need to:  

1. Measure the energy consumption of the AGV per travel in kWh 

2. Find correlation with CO2 emission based on the electricity grid emission 

factor. This factor represents the average amount of CO2 emitted per unit 

of electricity produced in the region where the AGV operates, in our case 

Lombardy, Italy. 

Baseline This will be declared whenever further  experiments with AGV travels will be 

performed.. 

Target value <20% 

Partner/s 

responsible 

MADE 

4.3.1.7. KPI 2.1.7 AGV usage 

Table 84. KPI 2.1.7 AGV usage 

Name AGV usage 

Description AGV use above 80% 

Motivation The AGV usage should be optimized to exploit as much as possible its work in 

manufacturing areas. The AGV usage optimization will impact also AGV 

availability 

Baseline N/A 

Target value >80% 

Partner/s 

responsible 

SIEMENS 

4.3.1.8. KPI 2.1.8 AGV availability 

Table 85. KPI 2.1.8 AGV availability 

Name AGV availability 

Description AGV availability above 95% 
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Motivation The AGV availability should be increased to make the manufacturing process leaner 

and more responsive. 

Baseline N/A 

Target value >95% 

Partner/s 

responsible 

 MADE, POLIMI, SIEMENS 

4.3.1.9. KPI 2.1.9 AGV travel saved/valve 

Table 86. KPI 2.1.9 AGV travel saved/valve 

Name AGV travel saved/valve 

Description aerOS system should permit with AI/ML component contribution to optimize travels 

of AGV and improve the ratio travel/valve 

Motivation The AGV travel/valve improved makes the manufacturing processes more lean, 

responsive and energy demanding 

Baseline 0% 

Target value <20% 

Partner/s 

responsible 

MADE, POLIMI, SIEMENS 

4.3.1.10. KPI 2.1.10 Definition of the calculation model 

Table 87. KPI 2.1.10 Definition of the calculation model 

Name Definition of the calculation model 

Description Time required to define the calculation model for a specific product 

Motivation Faster definition of the calculation model for each specific product improves the 

overall efficiency of the production and demonstrates the effectiveness of aerOS 

regarding real-time data processing 

Baseline N/A 

Target value > 30% time reduction 

Partner/s 

responsible 

SIPBB 

4.3.1.11. KPI 2.1.11 Transparency of CO2/PCF data (minutes) 

Table 88. KPI 2.1.11 Transparency of CO2/PCF data (minutes) 
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Name Transparency of CO2/PCF data (minutes) 

Description Time required to access CO2/PCF data for a specific product. 

Motivation Faster access to CO2/PCF data for each specific product allows greater transparency 

for customers and real-time control of the factory. 

Baseline N/A 

Target value < 2 minutes 

Partner/s 

responsible 

SIPBB 

 

4.3.2. Pilot 2 Containerised edge computing near renewable energy 

sources 

4.3.2.1. KPI 2.2.1 Consumed renewable energy based on decision making 

process of aerOS 

Table 89. KPI 2.2.1 Consumed renewable energy based on decision making process of aerOS 

Name Consumed renewable energy based on decision making process of aerOS 

Description The total amount of renewable energy consumed on monthly basis. 

Motivation KPI shows that the absolute energy usage is big enough to consider the pilot as 

representable. 

Baseline 0 MWh/month 

Target value 20 MWh/month 

Partner/s 

responsible 
CloudFerro 

 

4.3.2.2. KPI 2.2.2 Effectiveness of task distribution through aerOS to nodes 

Table 90. KPI 2.2.2 Effectiveness of task distribution through aerOS to nodes 

Name Effectiveness of task distribution through aerOS to nodes 

Description KPI shows the share of scheduled task completed on time. 

Motivation The proper on-schedule job handling is crucial for the overall trust in the compute 

solution. 

Baseline N/A 
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Target value 99.5% of tasks executed on schedule 

Partner/s 

responsible 
 CloudFerro 

 

4.3.2.3. KPI 2.2.3 Scalability of task distribution and management through 

aerOS 

Table 91. KPI 2.2.3 Scalability of task distribution and management through aerOS 

Name Scalability of task distribution and management through aerOS 

Description The amount of task scheduled by aerOS in Pilot 2 compute edges. 

Motivation KPI shows the flexibility and scalability of aerOS. The task might contain more than 

one job. Tasks might be batch or interactive type. 

Baseline N/A 

Target value 10k tasks executed/month 

Partner/s 

responsible 
 CloudFerro 

 

4.3.2.4. KPI 2.2.4 CPU utilization efficiency 

Table 92. KPI 2.2.4 4 CPU utilization efficiency 

Name CPU utilization efficiency 

Description KPI shows the average CPU consumption by worker nodes (excluding master nodes 

control and network devices). 

Motivation For energy saving it’s very important to have a proper autoscaling solution. KPI shows 

the capability of disabling unused nodes to save energy. 

Baseline 0% 

Target value 80% 

Partner/s 

responsible 
 CloudFerro 

 

4.3.2.5. KPI 2.2.5 Carbon awareness share of green energy 

Table 93. KPI 2.2.5 Carbon awareness share of green energy 

Name Carbon awareness share of green energy 
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Description KPI shows the green energy share for jobs with green energy preference label. 

Motivation System shall support the choice of the green energy when scheduling job. Some urgent 

jobs might be launched regardless of energy source, and some can strongly 

prefer/require green energy. 

Baseline 0% 

Target value 60% 

Partner/s 

responsible 
 CloudFerro 

 

4.3.2.6. KPI 2.2.6 Number of edge nodes connected in the aerOS continuum 

Table 94. KPI 2.2.6 Number of edge nodes connected in the aerOS continuum 

Name Number of edge nodes connected in the aerOS continuum 

Description The total count of pilot’s edge nodes (physical locations). 

Motivation KPI shows more than one edge node with the different energy supply, it gives the 

opportunity to show advantages of the aerOS’s job distribution subsystem. 

Baseline 0 

Target value 2 

Partner/s 

responsible 
 CloudFerro 

 

4.3.2.7. KPI 2.2.7 Number of batch processing jobs successfully distributed 

and executed by the system 

Table 95. KPI 2.2.7 Number of batch processing jobs successfully distributed and executed by the system 

Name Number of batch processing jobs successfully distributed and executed by the system 

Description The number of batch jobs scheduled, orchestrated and executed by aerOS continuum. 

Motivation Significant amount of batch jobs shows the ability of handling complex parallel 

computing tasks. 

Baseline 0 

Target value 300k 

Partner/s 

responsible 
 CloudFerro 
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4.3.2.8. KPI 2.2.8 Precision of the Future Price prediction algorithm 

Table 96. KPI 2.2.8 Precision of the Future Price prediction algorithm 

Name Precision of the Future Price prediction algorithm 

Description Precision of the price value predicted by running MLOps microservice compared to 

the actual price value published by the energy exchange the next day. 

Motivation Significant deviation in predicted and actual value eliminates the usability of the 

microservice. 

Baseline 0,1 

Target value 85% 

Partner/s 

responsible 
Electrum 

 

4.3.3. Pilot 3 High performance computing platform for connected 

and cooperative mobile machinery 

4.3.3.1. KPI 2.3.1 (and KPI 2.3.2) Performance with temporary network 

infrastructure 

Table 97. KPI 2.3.1 Performance and connectivity capabilities improvement (single vehicle) 

Name Performance and connectivity capabilities improvement (single vehicle) 

Description NOTE8 

This complex KPI may include 2 measures of capabilities of a  ingle vehicle: (1) KPI 

2.3.1.1 Performance without using AI-supported application(s) where the 

improvement should be more than 20% and  

(2) KPI 2.3.1.1 Performance of the connectivity with temporary network infrastructure 

meaning that high bandwidth connectivity e.g. 5G should be available in rural 

environment to achieve the connectivity e.g. in so called dead areas with GPS (i.e. no 

connectivity at the moment) 

Motivation For suggested KPI 2.3.1.1: 

As applications become more complex, they require more computing capabilities on 

the edge device. Mobile machinery for agriculture and construction applications poses 

 

8 NOTE inserted by Project Coordination, since the content expected for this paragraph has not been yet cleared 

for public dissemination by pilot partners: This KPI has been kept as described in the Grant Agreement for this version 

of the deliverable. However, the pilot partners are proposing a slight modification on its structure adding instead of 1 KPI 

2 sub-KPIs to have a clear measure of both: performance and connectivity. The suggested changes were initially included 

in the GA amendment request launched. However, the changes were casted aside and are proposed to be discussed with 

the external evaluators of the project in the upcoming project review. 
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hard challenges to developers of computers, because of the rugged environment and 

conditions in which they have to operate. Measuring computing capabilities gives an 

indication on the innovation and engineering efforts expended in making the computer 

suitable for the aforementioned use-case. 

For suggested KPI 2.3.1.2: 

Connectivity is needed in order to realize the edge to cloud continuum which is the 

research topic in aerOS. Measuring the availability and sustained speed of network 

connectivity gives an indication of efforts spent in realizing the needed infrastructure 

both at the edge and at the cloud. 

Baseline For performance: 

GPU: 2x128 

GFLOPS FP 16 

CPU: 26000 DMIPS 

For connectivity:  

No network available 

Target value For performance: 

GPU: 2x128 

GFLOPS FP 16 

CPU: 26000 DMIPS 

For connectivity:  

No network available 

Partner/s 

responsible 
TTC 

4.3.3.2. KPI 2.3.3 Performance using AI-supported application(s) 

Table 98. KPI 2.3.3 Swarm vehicles of performance improvement 

Name Swarm of vehicles performance improvement 

Description NOTE9 

Performance using AI-supported application(s) to monitor and optimize the integration 

of AI-based solutions to enhance vehicle efficiency, and overall performance. This KPI 

helps to identify areas for improvement, to fine-tune the AI algorithms, and ensure a 

seamless operation experience for end users. 

 

9 NOTE inserted by Project Coordination, since the content expected for this paragraph has not been yet cleared 

for public dissemination by pilot partners: This KPI has been kept as described in the Grant Agreement for this version 

of the deliverable. However, the pilot partners are proposing a slight modification on its structure. The suggested changes 

were initially included in the GA amendment request launched. However, the changes were casted aside and are proposed 

to be discussed with the external evaluators of the project in the upcoming project review. 
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Motivation NOTE10. 

Baseline The baseline frame rate of 4 frames per second (FPS) per camera represents the current 

processing capacity for the exemplary task in the use case. 

Target value By leveraging aerOS, the goal is to improve this frame rate by at least 20%, enabling 

faster processing and subsequently increasing the tractor's operation speed. This 

improvement is possible due to more frequent updates on the field status, resulting 

from the higher frame rate. 

Partner/s 

responsible 
 JD 

 

4.3.3.3. KPI 2.3.4 Reduced noise emissions and CO2 emissions using electric 

swarm in platooning association 

Table 99. KPI 2.3.4 Reduced noise emissions and CO2 emissions using electric swarm in platooning association 

Name Reduced noise emissions and CO2 emissions using electric swarm in 

platooning association 

Description NOTE11 

CO2 indicators to measure and track the CO2 emissions and subsequent reduction due 

to the utilization of electric tractors and the aerOS services. Here in particular for the 

cultivating/grubbing activity during stubble cultivation. 

Motivation NOTE12. 

Baseline 89,31 kg CO2/ha 

(33,7 l Diesel/ha) 

Target value A reduction of 20% - 17,9 kg CO2/ha 

Partner/s 

responsible 
 JD 

 

10 NOTE inserted by Project Coordination, since the content expected for this paragraph has not been yet cleared 

for public dissemination by pilot partners: The motivation text is currently reviewed internally by 

privacy/conform checks by private entities corresponding to pilot stakeholders. The complete text will be 

released (once approved for public dissemination) in the next iteration of the deliverable. 

11 NOTE inserted by Project Coordination, since the content expected for this paragraph has not been yet cleared 

for public dissemination by pilot partners: This KPI has been kept as described in the Grant Agreement for this version 

of the deliverable. However, the pilot partners are proposing a slight modification on its structure. The suggested changes 

were initially included in the GA amendment request launched. However, the changes were casted aside and are proposed 

to be discussed with the external evaluators of the project in the upcoming project review. 

12 NOTE inserted by Project Coordination, since the content expected for this paragraph has not been yet cleared 

for public dissemination by pilot partners: The motivation text is currently reviewed internally by 

privacy/conform checks by private entities corresponding to pilot stakeholders. The complete text will be 

released (once approved for public dissemination) in the next iteration of the deliverable. 
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4.3.4. Pilot 4 Smart edge services for the port continuum 

4.3.4.1. KPI 2.4.1 Reduction of CHE idle time due to failures 

Table 100. KPI 2.4.1 Reduction of CHE idle time due to failures 

Name Reduction of CHE idle time due to failures 

Description The preventive maintenance tool and approach used in EUROGATE Container 

Limassol plans the maintenance task according to some number of working hours. This 

sub-optimal approach is frequently not enough for removing any unexpected failure of 

CHE components, and undesired idle times at operational hours occur. AerOS 

predictive maintenance models are expected to reduce these IDLE times. 

Measurement means: 

A report of the idle time of CHEs’ under study in the project due to maintenance tasks 

will be extracted for the first two years of the project from the CMMS Limble system 

of EUROGATE. Once the predictive maintenance service from aerOS is deployed, an 

analysis between the original idle times with the preventive maintenance and the new 

ones with the predictive maintenance will be carried out. If the idle time of the use 

cases of the pilot is reduced at least 20%, the KPI will be considered as fulfilled. 

Motivation It will show how the predictive maintenance on the edge service to be deployed in the 

project provides a relevant benefit to EUROGATE operational efficiency. 

Baseline Total 2023 downtime of 4 straddle Carriers: 900h 

Total 2023 downtime of 2 STS: 297.70h 

Target value 20-30% 

Partner/s 

responsible 
EGCTL 

4.3.4.2. KPI 2.4.2 Increase on detection of equipment malfunctions (from 

manual to automatic) 

Table 101. KPI 2.4.2 Increase on detection of equipment malfunctions (from manual to automatic) 

Name Increase on detection of equipment malfunctions (from manual to automatic) 

Description The maintenance of EUROGATE CHEs is often based on manual inspection. The 

predictive maintenance service will be able to detect equipment malfunctions more 

precisely. 

Measurement means: 

A comparative analysis between the manual equipment malfunctions reported for the 

four CHEs under study in the project versus the automatic ones provided by the 

predictive maintenance service will be conducted. If the proper identification of 

malfunctions is increased at least 30%, the KPI will be considered as fulfilled 

Motivation It will show how the predictive maintenance on the edge service to be deployed in the 

project provides a relevant benefit to EUROGATE operational efficiency. 
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Baseline  In 2023: 30 manual inspections, 0 automatic 

Target value 30-40% with respect to 2023 

Partner/s 

responsible 
EGCTL 

4.3.4.3. KPI 2.4.3 Increase of number of actual damaged containers (manually 

reported by staff vs automatic system-reports) 

Table 102. KPI 2.4.3 Increase of number of actual damaged containers (manually reported by staff vs automatic 

system-reports) 

Name Increase of number of actual damaged containers (manually reported by staff vs 

automatic system-reports) 

Description When loading/discharging containers to/from vessels by STS cranes, a manual 

inspection by the port stevedores is carried out in order to confirm there are no wrong 

seals and damages generated during the manoeuvre. These reports will be more 

accurate if an automatic system which makes use of cameras and computer vision 

functionalities is deployed by aerOS. 

Measurement means: 

A historical analysis of EUROGATE customers complaints, which demand penalties 

for not complying with the SLAs will be collected for the first two years of the project 

from the ER system of EUROGATE. A comparison between the number of penalties 

received before and after the CV service from aerOS is deployed will be carried out. If 

the proper detection of actual damaged containers leads to a reduction of 30% of 

complaints procedures, the KPI will be considered as fulfilled. 

Motivation It will show how the CV on the edge service to be deployed in the project provides a 

relevant benefit to EUROGATE business. 

Baseline 350 damaged containers reported by terminal staff + 30 damaged containers not 

reported and claimed 

Target value 30-40% 

Partner/s 

responsible 
EGCTL 

4.3.4.4. KPI 2.4.4 Performance evaluation metrics of regression AI models 

(R2) 

Table 103. KPI 2.4.4 Performance evaluation metrics of regression AI models (R2) 

Name Performance evaluation metrics of regression AI models (R2) 

Description Different regression AI models will be developed and deployed at the edge nodes of 

the Port Continuum domain. These models shall be accurate enough to predict 

equipment malfunctions before any failure occur. In regression models, R-square (R2) 
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corresponds to the squared correlation between the observed outcome values and the 

predicted values by the model. The Higher the R-squared, the better the model. 

Measurement means: 

From the different CHEs’ telemetry dataset collected, a portion of them will be used 

for validation purposes. Python-based Juptyer notebooks will be used for evaluating 

the R2 metric of the developed model against these validation datasets. As long as the 

model surpassed R2>=0.8, the KPI will be fulfilled. 

Motivation An accurate regression model should be provided in order to replace the current 

preventive maintenance for the new one developed in the project. 

Baseline  N/A 

Target value 0.8 

Partner/s 

responsible 
 CUT 

4.3.4.5. KPI 2.4.5 Performance evaluation metrics of regression AI models 

(MAE/RMSE) for predictive maintenance of CHEs 

Table 104. KPI 2.4.5 Performance evaluation metrics of regression AI models (MAE/RMSE) for predictive 

maintenance of CHEs 

Name Performance evaluation metrics of regression AI models (MAE/RMSE) for predictive 

maintenance of CHEs 

Description Different regression AI models will be developed and deployed at the edge nodes of 

the Port Continuum domain. These models shall be accurate enough to predict 

equipment malfunctions before any failure occur. Similarly to R2, other commonly 

used evaluation metric for regression models is Mean Average Error or Root Mean 

Squared Error (MAE/RMSE). Both metrics refer to refers to the mean of the absolute 

values of each prediction error on all instances of the test dataset. The lower the 

MAE/RMSE, the better the model. 

Measurement means: 

From the different CHEs’ telemetry dataset collected, a portion of them will be used 

for validation purposes. Python-based Juptyer notebooks will be used for evaluating 

the MAE/RMSE metric of the developed model against these validation datasets. As 

long as the error of the model <20%, the KPI will be considered as fulfilled. 

Motivation An accurate regression model should be provided in order to replace the current 

preventive maintenance for the new one developed in the project. 

Baseline  N/A 

Target value 20% 

Partner/s 

responsible 
 CUT 
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4.3.4.6. KPI 2.4.6 Performance evaluation metrics of classification AI models 

(accuracy) for damaged containers 

Table 105. KPI 2.4.6 Performance evaluation metrics of classification AI models (accuracy) for damaged containers 

Name Performance evaluation metrics of classification AI models (accuracy) for damaged 

containers 

Description Different classification AI models will be developed and deployed at the edge nodes 

of the Port Continuum domain. These models shall be accurate enough to detect and 

classify damages identified at containers’ surfaces. Accuracy is one of the most 

common metrics used for the evaluation of these classification models. AI accuracy is 

the degree to which an AI system produces correct outputs or predictions based on the 

given inputs or data. Therefore, if the AI system classifies damages, its accuracy is the 

percentage of images that the model correctly labels as dents, etc. 

Measurement means: 

From the different videos collected from the cameras deployed in the dock area, a 

portion of them will be used for validation purposes. TensorFlow evaluation tool that 

offers various libraries for model validation, testing, and evaluation will be used. As 

long as the accuracy of the model > 60%, the KPI will be considered as fulfilled. 

Motivation An accurate classification model should be provided in order to replace guarantee the 

proper detection and classification of surfaces across the loaded/unloaded containers. 

Baseline  N/A 

Target value 60% 

Partner/s 

responsible 
 CUT 

4.3.4.7. KPI 2.4.7 Performance evaluation metrics of classification AI models 

(F1) for damaged seals 

Table 106. KPI 2.4.7 Performance evaluation metrics of classification AI models (F1) for damaged seals 

Name Performance evaluation metrics of classification AI models (F1) for damaged seals 

Description While accuracy is often used as a primary indicator of the quality and effectiveness of 

an AI system, there are other metrics like precision and recalls that help to evaluate the 

quality of a model. This KPI will evaluate the F1 score. F1 balances the trade-off 

between precision and recall, which can vary depending on the model and the data. 

Measurement means: 

From the different videos collected from the cameras deployed in the dock area, a 

portion of them will be used for validation purposes. TensorFlow evaluation tool that 

offers various libraries for model validation, testing, and evaluation will be used. As 

long as the F1 of any of the model developed in the project is > 60%, the KPI will be 

considered as fulfilled 

Motivation An accurate classification model should be provided in order to replace guarantee the 

proper detection and classification of surfaces across the loaded/unloaded containers. 
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Baseline  N/A 

Target value 60% 

Partner/s 

responsible 
 CUT 

4.3.4.8. KPI 2.4.8 Number of models executed on edge nodes 

Table 107. KPI 2.4.8 Number of models executed on edge nodes 

Name Number of models executed on edge nodes 

Description This KPI will evaluate the scalability capabilities of the models that are going to be 

developed in the port continuum pilot of the project. Since the goal is to have as 

lightweight as possible AI models, the way to confirm that approach is by confirming 

that these developed models can perform their inference process properly at the edge, 

without requiring high computational resources. 

Motivation The IEs / nodes that are being used in Port Continuum pilot do not provide high 

processing capabilities. Frugal and lightweight AI models shall be developed in order 

to guarantee that they are run under these low-processing conditions. 

Baseline  N/A 

Target value 5 

Partner/s 

responsible 
 PRO 

4.3.5. Pilot 5 Energy Efficient, health safe and sustainable smart 

buildings 

4.3.5.1. KPI 2.5.1 Energy use reduction 

Table 108. KPI 2.5.1 Energy use reduction 

Name Energy use reduction 

Description 20% Energy use reduction, using frugal AI and real-time processing in aerOS instead 

than in the cloud. 

Motivation Energy consumption is a significant operational cost factor that all enterprises seek to 

reduce. Furthermore, energy efficiency is a strategic sustainability target for most 

enterprises, and especially for MNOs that maintain many sites. 

Baseline Relative value per building, can only be approximated for the demo 

Target value 20% of the daily baseline consumption 
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Partner/s 

responsible 
COSMOTE 

4.3.5.2. KPI 2.5.2 Edge processing performance gains 

Table 109. KPI 2.5.2 Edge processing performance gains 

Name Edge processing performance gains 

Description Edge processing and IoT performance gains, by evaluating the performance 

characteristics of the solution. 

Motivation An extensive number of IoT sensors are deployed in the Smart Buildings ecosystem, 

generating/processing huge amount of data that are only valid for the location they 

originate from, yielding their transmission and collection for central processing 

meaningless and wasteful. The distinctive infrastructure characteristics of each 

building rationalize the autonomous and decentralized decision-making at the edge 

with the use of the aerOS nodes intelligence, and the effects are instantaneous and 

tactile. 

Baseline Relative value per deployment. We will measure the baseline in three moments (1) as-

is, with only HomeAssistant in cloud, with no edge deployment. (2) With Kubernetes 

and aerOS without KubeEdge (3) Using KubeEdge. 

Target value E2E Latency < 100 ms 

Partner/s 

responsible 
COSMOTE 

4.3.5.3. KPI 2.5.3 5G capabilities to execute security and privacy functions 

Table 110. KPI 2.5.3 5G capabilities to execute security and privacy functions 

Name 5G capabilities to execute security and privacy functions 

Description Development of VNFs in the 5G network to be integrated in aerOS to execute certain 

security and privacy functions will be evaluated 

Motivation Leveraging niche network technologies and the 5G capabilities is an important tool to 

enhance the secure and reliable communication of the IOT system as well as to enhance 

the end-users’ interactions. 

Baseline 0 

Target value 5 

Partner/s 

responsible 
NCSRD 

4.3.5.4. KPI 2.5.4 Service availability 

Table 111. KPI 2.5.4 Service availability 
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Name Service availability 

Description The aerOS automation responds to failures by instantly re-deploying failed nodes with 

minimum interruption time. 

Motivation Due to the distributed characteristics of the smart buildings IOT deployment, with vast 

number of sensors managed by nodes locally deployed per room and building it is 

important that automation systems ensure that all nodes are running with minimum 

interruption time. 

Baseline Manual operation 

Target value 99,99% in the service window of operations 

Partner/s 

responsible 
 COSMOTE 

 

4.3.5.5. KPI 2.5.5 Service creation / Scalability 

Table 112. KPI 2.5.5 Service creation / Scalability 

Name Service Creation/Scalability 

Description Demonstrate the capability of dynamic provisioning of the service as well as scaling 

in and out of buildings 

Motivation As new rooms, floors, buildings, sites are added in the Smart Buildings ecosystem per 

enterprise, it is important that the process to incorporate these is dynamic, transparent 

and easy. 

Baseline Manual 

Target value < 10 min 

Partner/s 

responsible 
 COSMOTE 

4.3.5.6. KPI 2.5.6 Services directly managed by the aerOS orchestrator 

Table 113. KPI 2.5.6 Services directly managed by the aerOS Orchestrator 

Name Services directly managed by the HLO 

Description Number of services/workloads directly managed by the aerOS orchestrator and 

deployed along the IEs 

Motivation Efficient use of available computational resources and dynamic migration of 

workloads to maximise performance is enabled through the operations of federation 

automation as developed by aerOS. All application components and services of the 

smart buildings pilot must be managed by the federation orchestration (HLO/LLO) 
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capabilities so that to always operate on the most appropriate Infrastructure Element at 

a given time. 

Baseline 0 

Target value 3 

Partner/s 

responsible 
 COSMOTE 

4.3.5.7. KPI 2.5.7 Improvement of air quality 

Table 114. KPI 2.5.7 Improvement of air quality 

Name Improvement of air quality 

Description Reduction of CO2 levels (or other gasses) because of using frugal AI and real-time 

processing in aerOS to achieve an efficient distribution of workers in the office. 

Motivation Health safety at office buildings is a societal requirement following the pandemic. 

Baseline Relative value per room 

Target value Target set is 600-800 ppm per room for the demo, average > 20% improvement. 

Partner/s 

responsible 
NCSRD 

4.3.5.8. KPI 2.5.8 Number of AI models used/adapted for the pilot 

Table 115. KPI 2.5.8 Number of AI models used/adapted for the pilot 

Name Number of AI models used/adapted for the pilot 

Description Number of AI models which has been used in the pilot or specifically adapted to its 

requirements. 

Motivation The pilot is addressing a wide range of parameters that need to be optimised, from 

health related indicators to energy consumption metrics. Due to this diversity, many 

AI models need to be evaluated, and through the appropriate configuration and 

calibration the most suitable models to be identified and used. 

Baseline No AI is used. 

Target value 6 models in total for the AI part of the components Forecasting and Health-Energy 

Partner/s 

responsible 
NCSRD 
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4.3.6. Overall pilots’ engagement 

4.3.6.1. KPI 2.6.1 Validation of aerOS in different use cases (KVI-6.1) 

Table 116. KPI 2.6.1 Validation of aerOS in different use cases (KVI-6.1) 

Name Validation of aerOS in different use cases 

Description Confirm that the aerOS platform has been validated with the committed number of use 

cases 

Motivation The consortium has specific commitments as described in the DoA to validate the 

aerOS platform with the predefined use cases. More may be derived during the project 

execution and discussions. 

Baseline 0 

Target value >5 

Partner/s 

responsible 
FOGUS 

4.3.6.2. KPI 2.6.2 Enable fast-track development of new use cases through 

external partners (e.g., open call third parties) based on aerOS’ Open Source 

Software components and tools from O1 (KVI-6.2) 

Table 117. KPI 2.6.2 Enable fast-track development of new use cases through external partners (e.g., open call third 

parties) based on aerOS’ Open Source Software components and tools from O1 (KVI-6.2) 

Name Enable fast-track development of new use cases through external partners (e.g., open 

call third parties) based on aerOS’ Open Source Software components and tools from 

O1 (KVI-1.2) 

Description The project has commitments for two open calls allowing new partners to join the 

Consortium and develop applications and/or aerOS components 

Motivation It should be measured that the open calls were successful, and the anticipated number 

of new use cases has been reached. 

Baseline 0 

Target value 14 

Partner/s 

responsible 
FOGUS 

4.3.6.3. KPI 2.6.3 Identification of new application domains to deploy aerOS 

architecture (KVI-6.3) 

Table 118. KPI 2.6.3 Identification of new application domains to deploy aerOS architecture (KVI-6.3) 

Name Identification of new application domains to deploy aerOS architecture 
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Description Analysis of potential new application domains (out of the ones already tackled by 

aerOS pilots) where aerOS benefits would be clear. 

Motivation Scalability and uptake potential of aerOS. 

Measurement means: 

A report will be done (included in D5.6) referring to domains coming from Open Calls, 

other identified, and the potentialities of aerOS adoption in those sectors. 

Baseline N/A 

Target value 3 

Partner/s 

responsible 
UPV 

4.4. aerOS impact KPIs 
The aerOS impact KPI dimension evaluation is a bit different from the technical and pilot ones. While the 

previous two ones aim at (i) evaluating tangible software and hardware results and their performance, and (ii) 

evaluating the outcomes of the application of such technologies into the selected pilots, the impact evaluation 

aims at gathering those KPIs that are relevant to understand the impact of the project: i.e., towards the 

community, and towards future exploitation. However, while the two previous dimension KPIs have been 

thoroughly described and analysed in previous sections 4.2 and 4.3, impact KPIs are carefully monitored and 

reported in WP6 and its impact deliverables. A list of all the KPIs that belong to this dimension is presented in 

the next table in this deliverable. For more details the reader may refer to D6.2 and subsequent WP6 deliverables. 

Table 119. List of aerOS Impact KPIs 

Field KPI id Name Target 

3.1 

Communication 

KPI.3.1.1 

 

# of Website unique visitors / page views 4000/10000 

KPI.3.1.2 # of aerOS posts in social networks/ #of newsletters issued 1000/12 

KPI.3.1.3 # of aerOS social-media community members across all-sites 1000 

KPI.3.1.4 # of videos delivered about aerOS technical and global advances 

/ webinars-workshops organised 

20 / 6 

KPI.3.1.5 # of interviews/articles/press releases with external relevant 

dissemination targets 

30 

KPI.3.1.6 # of liaison with other projects of the cluster including CSA 

events 

35 actions 

3.2 

Dissemination 

KPI.3.2.1 

 

# of scientific papers published in conferences / Q1-Q2 journals 20 / 8 

KPI.3.2.2 # of activities towards Education institutions (courses, lectures, 

PhDs) 

15 

KPI.3.2.3 # of presentations and other activities in 

events/conferences/fairs by aerOS partners 

35 

KPI.3.2.4 # of workshops organised / average participants in each 

workshop 

3 / 60 
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KPI.3.2.5 # of PhD and MSc theses started about aerOS 6 

3.3 

Standardisation 

KPI.3.3.1 Contributions to standardisation bodies 12 

KPI.3.3.2 Exploitation to entry-points into standardisation bodies 25 

KPI.3.3.3 aerOS contributions to European pre-normatives 3 

KPI.3.3.4 aerOS contributions to data-related clusters and initiatives 10 

KPI.3.3.5 # of contributions to relevant data spaces (GAIA-X, IDSA) 10 

3.4 Exploitation 

and business 

models 

KPI 3.4.1 Contribution to OSS projects 12 

KPI.3.4.2 Business plans for exploitable assets, stakeholders and key 

alliances identified and contacted 

100,00% 

KPI 3.4.3 New business lines on aerOS by partners 2 

KPI 3.4.4 # of start-ups adopting aerOS results as technological baseline 

for business 

1 

KP 3.4.5 # of tech-transfer contracts signed based on aerOS (from 

Universities/RTOs) 

1 

KPI 3.4.6 Private investments in aerOS and related open technologies 10 M€ 

KPI 3.4.7 Market share in edge-cloud-computing of Europe vs world 32,00% 

 

5. Conclusions 

This deliverable highlights the progress and future trajectory of the aerOS project, an ambitious initiative in IoT 

development aimed at seamlessly integrating computing and network resources across the IoT-edge-cloud 

continuum. Notable achievements of the aerOS project are characterized by a meticulously crafted architecture 

designed to offer a unified environment for IoT developers. Through the integration of IoT-edge concepts and 

technologies, aerOS aims to harmonize various computing and network resources across the cloud-edge-IoT 

continuum. The project emphasizes research and innovation in compute and network fabric, service fabric, and 

data fabric, resulting in the creation of a sophisticated and efficient system. 

Notable achievements include the implementation of a Minimum Viable Product (MVP) for M18, showcasing 

fundamental continuum functionalities, and the establishment of detailed documentation for advanced 

orchestration. In the realm of data governance and homogenization, significant strides have been made. 

Semantic Annotator and other key components have been fine-tuned and seamlessly integrated into the aerOS 

ecosystem. The integration of the Data Product Pipeline framework within the aerOS Data Fabric component 

marks also a significant advancement, streamlining the creation of data products. The introduction of the Data 

Product Manager facilitates interaction with product owners and orchestrates pipelines efficiently. Furthermore, 

the initial deployment of the first use case involved integrating with Decentralized Frugal AI components, 

including AI Local Executor, AI Task Controller, and FL Training Collector. 

Lastly, the development and integration of the management portal represent a crucial milestone, serving as the 

entry point for aerOS users. This portal offers essential functionality for managing and monitoring related 

domains, seamlessly integrated with other aerOS components for enhanced usability and efficiency. 
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